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TECHNICAL MEMORANDUM X-53453

THE FABRICATION OF BERYLLIUM .- VOLUME VI.

JOINING TECHNIQUES FOR BERYLLIUM ALLOYS

SECTION I. INTRODUCTION

The objectives of this task are the investig.ation, develop-
ment, and documentation of the beryllium fabrication operations
classified as "Joining" in the Beryllium Fabrication Methods
Development Program Plan.

For many years the full realization of the potential
advantages of beryllium in the fabrication of aerospace vehicle
structures was delayed pending the ready availability of sheet
material and structural shapes, such as extrusions and forgings,
in sizes compatible with design requirements. The desired
beryllium sheet material and structural shapes are now available,
but the lack of suitable production joining techniques and processes
still inhibits the wide adoption of beryllium in the fabrication of
large space vehicle structures.

Although several potentially suitable joining methods were
investigated and evaluated, the mechanical fastener method of
joining beryllium to itself or to other material is considered to be
most applicable to routine production operations. The several
types of mechanical fasteners selected for this study, and used
in assembling the test specimens in both single and double row
configurations, included:

a. NAS 2006-V4 Huckbolts

b. NAS 1671-3 Jo-bolts

c. MS 20600-M5 Cherry Blind Rivets

d. Beryllium Rivets

e. "Lockalloy" Rivets





|

Fastener: NAS 2006-V4 Huckbolt

Material: .120" beryllium i

Picture taken at 8000 ibs. load

Failure occurred at 9130 ibs.

Maximum Load - IA Series: 9130 ibs.

FIGURE 4. TYPE IA SPECIMEN - TENSII_] TEST



}Except for items d and e, all of the fasteners were

high-strength 6 AC-4V, A286 steel, and monel materials.

The accomplishment of this task, directed toward the

development of both engineering and production information and

data was divided into logical sub-tasks as follows:

I . Mechanical Fasteners, including combination

bonding and riveting.

2. Adhesive Bonding.

3. Brazing.

4. Diffusion bonding.

SECTION II. GENEKqAL

The material utilized in the accomplishment of the tasks

included in this phase of the program was purchased either from

The Brush Beryllium Company of Cleveland, Ohio, or from The

Beryllium Corporation of Reading, Pennsylvania. The cross-

rolled sheet was purchased in accordance with the specification

requirements and contained the following minimum specified

material properties:

a. Ftu - 70,000 psi

b. Fry - 50,000 psi

c. Elongation - 5%

The vacuum hot-pressed block material, used in machin-

ing the diffusion bonding specimens, was purchased in accordance

with the specification requirements; the minimum specified material

properties are:

a. F_ - 40,000 psi

b. Fry - 30,000 psi

c. Elongation - 1%



The beryllium and Lockalloy rod material from which

the rivets were machined was procured in accordance with the

vendorPs specifications. The vendorts certified material properties

data is included in the discussion of the individual tasks.

Either the standard manufacturing procedures, or the

fabrication techniques developed during the course of this program,

were utilized in the fabrication of all of the test specimens. The

results obtained during this investigation therefore, can be con-

sidered representative of the results that would be obtained

during normal production operations.

]Due to the many facets of this task, the several joining

techniques and configurations are reported separately.

SECTION III. JOINING METHODS

During this phase of the program, several types of

fasteners, joint configurations, and joining methods were investigated

to augment previously developed data (References 2 and 5) and

to develop finite data in new areas not previously investigated.

The principle effort was directed toward the testing and evaluation

of both high-strength blind fasteners, and lightweight hot-upset

beryllium and "Lockalloy" fasteners. Other joining methods in-

cluding adhesive bonding, a combination of adhesive bonding and

riveting, brazing, and diffusion bonding were investigated at a
lower level of effort.

All technical data, descriptive material, illustrations,

discussions and conclusions are presented for each joining

category.

A. MECHANICAL FASTENERS

I Introduction. The single lap shear type of joint

was selected for this investigation. This joint not only is the most

widely used configuration in aerospace structures, but it also is

subjected to the most severe loading conditions. Four basic

configurations, utilizing several different fasteners in both single

and double row patterns, were selected to provide a basis for

the evaluation of their relative efficiencies. Tabulated pertinent



dimensions, and sketches are included in the individual type group

sections.

The loading of a lap joint introduces eccentricity and

joint rotation which results in the failure of the joint at loads less

than the capacity of a joint that has a straight load path. This

joint rotation is clearly illustrated in Figures 8 and 14. The

considerable t'tilting" of the fastener that occurs as the ultimate

load is approached also is clearly evident. This "tilting" induces

localized bending stress in the berylliurr_ in ad.dition to that caused

by the eccentricity, so that in most cases, tile beryllium fails

due to the combined tension, bending and bearing stresses at

the fasteners. The net tension stress at the fasteners has been

included in the tabulated joint test data for comparison. This

value was simply computed as the ultimate load divided by the

net tension area; any bending stress was neglected. In the

development of an efficient joint design, the tensile and bearing

strength of the material should be balanced with the fastener

shear strength. Due to the unavoidable eccentricity of the lap

joint, this derived net tensile stress usually will be less than the

tensile yield strength of the material itself.

In order to compare and evaluate the relative efficiencies

of lap shear joints With either single or double rows of identical

fasteners, both types were included in this investigation. A

iO,O00-pound capacity "Instron I' research tensile testing machine

with autographic recording was used during the initial testing

phase of these joints.

Due to the li_nited capacity of the "Instron" machine, a

60,000-pound capacity "r_iehle f' hydraulic tensile testing machine

was used for testing the joints fabricated of heavier gage materials

and high-strength fasteners. Special vise grips, in lieu of load-

ing pins, were utilized to avoid the failure of the test specimens

in the loading pin holes

2. Specimen Preparation. Current standard production

methods were utilized for the production of the test specimen com-

ponents. The layout of the test specimens was oriented so that

both segments of a given specimen were cut in the same direction

in order to aid in the reduction of data scatter; i.e., longitudinal

-to-longitudinal and transverse-to-transverse segments were joined



together. All of the segments were identified during the initial

layout on full-size vellum sheets and this identification was main-

tained throughout the program. The layout, including the identify-

ing numbers, was transferred to the sheet material, and the parts

were cut to size on the precision abrasive cut-off saw.

The pairs of segments then were "tornetically" drilled

in a special drill fixture consisting of two interchangeable bases

and three interchangeable drill plates. The selection of the

desired combination of base and drill plate permitted the prepara-

tion of all of the mechanical fastener test specimens with a minimum

of tooling. The bases, drill plates, and the two segments of a

drilled specimen are illustrated in Figure I. The use of this

fixture also assured the proper alignment of the fasteners, and

the subsequent control of the load path during the testing opera-

tions .

Due to the normal cutting tolerance, all of the panel

segments were not precisely the same width. However, these

minor dimensional differences were not considered to be critical

in the fabrication and assembly of the specimens and, therefore,

no additional costly steps were taken to machine the matching

segments to identical dimensions. However_ the exact dimen-

sions were utilized in the calculations of the net stresses. ]_ither

the net cross-sectional area of the beryllium segment that failed

was used or, if only the fasteners failed, the lesser of the net

cross-sectional areas of the two beryllium segments was used.

Thus, the calculated strengths of the various types of joints will

be conservative.

The 0.750-inch diameter loading pin hole was pilot

drilled in the drill jig, as may be seen in Figure l, and sub-

sequently was enlarged in the EDM (Electrical Discharge Machin-

ing) machine.

Because local stress concentrations must be eliminated,

a micrometer stop countersink was used to chamfer all holes

45 degrees by 0.015 inch on one side to provide the necessary

clearance for the head-to-shank radius of the fasteners. -Alter

the mechanical operations were completed, all of the beryllium

parts were etched in a solution consisting of 3 percent HF

(hydroflouric acid) and 45 percent HNO 3 (nitric acid) to remove
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at least 0.002 inch of material from all surfaces. This etching is

mandatory for all highly stressed parts; all surface imperfections

such as irregularities, micro-cracks, etc. , must be removed to

avoid compromising the integrity of the parts.

The double step from 0.090 inch to 0.075 inch to 0.060

inch in the Type III and Type IV parts was produced by chemi-

cal milling.

In order to provide the necessary bearing at the loading

pin and to reduce the eccentricity in the joint during the testing,

aluminum reinforcement plates of appropriate thicknesses were

fabricated and bonded to the beryllium test segments. The rein-

forcement pads were bonded to the test specimens with Blooming-

dale FM-1000 adhesive, cured for one hour at 350°F in a reduced

atmosphere of 2.7 psia supplemented with a pressure of 25 psig

in a nitrogen environment pressure chamber for a total effective

pressure of 37 psi on the joint. Prior to the attachment of the

reinforcement pads, all of the critical dimensions were measured

and recorded for later use in the calculation of the stresses.

3. Type I Lap Joints - Single Row Fasteners. Table

I presents the chemical analyses and the mechanical properties

of the material procured from The Brush Beryllium Company for

the fabrication_ testing and evaluation of the single row configura-

tion mechanically fastened joints. The specific utilization of each

of the several sheets of material is identified by the type numbers

of the specimens.

The ultimate shear strengths of the various fasteners are

as follows :

TABLE II

Fasteners - Type and Ultimate Single Shear Strength

NAS 2006-V4 Huckbolt 2690 ibs.

NAS 1671-3 Jo-bolt 2265 Ibs.

MS 20600-M5 Cherry Blind Rivet 1090 Ibs.

Beryllium Rivet (0.159-inch Dia.) 1050 Ibs.

8



TABLE II (Cont'd)

"Lockalloy" l:_ive_ (0.159-inch Dia.) 755 lbs.

NOTE: The shear strengths of the beryllium and of

the "bockalloy" rivets which were determined during

the testing of the steel development samples, will be

discussed in the sections on Type ID - Beryllium

Rivets, and Type I D - "Lockalloy" l_ivets.

The configuration and the nominal dimensions of the

"201" Type I joints are illustrated in Figure 2. A summary of

the test loads, stresses, and modes of failure is presented in
Table I I I .

a. Type IA-Huckbolts. The objective of this

investigation was the evaluation of the feasibility of joining beryl-

lium structures with high-strength blind fasteners which subject

the material to an appreciable shock load at the instant of stem

separation. Due to the notch sensitivity of beryllium, and the

attendant susceptibility to failure during fastener installation if

normal interference fits are used, a small radial clearance was

provided between the fastener and the hole wall.

The diameters of ten randomly selected NAS 2006-V4

Huckbolts ranged from 0.1888 inch to 0.1891 inch; the average

diameter was 0.1889 inch. As this type of fastener does not

expand during installation, the fastener diameter rather than the

hole diameter establishes the bearing stress. The diameters

of the finished holes in the beryllium segments ranged, after

etching, from 0.190 inch to 0.194 inch. However, the maximum

difference in any single segment did not exceed 0.002 inch. The

actual diameters of the holes were used in calculating the net

tensile stress; the average diameter of the Huckbolts was used

in calculating the bearing stress.
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A
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/__ Chamfer

•OlO

.015

r

x 45 ° (6 places)

Section A-A

Conf. Fastener Type

A

B

C

D

E

F Cherry Rivet/Bonded

Huokbolt(NAS'2OOCV4)
Hole Dia.

.189-.193

Mat'l Gage
TI

.12

Jo-Bolt (NAS 1671-3) .199-.202 .12

Cherry Rivet (MS 20600-M5) .158-.164 .03/.06

.160-.164Beryllium Rivet

Lockalloy Rivet .160-.164

•158-.164

,03/.06

T2 A

.12 3.25

.12 3.25

.03/.06 3.00

.03/.06 3.00

NOTE: ALL DIMENSIONS A_; IN INCHES.

Dimension

B C

1.125 1.625

1.125 1.625

i.O0 1.50

1.O0 1.50

FIGURE 2. TYPE I JOINT CONFIGURATION - NOMINAL DIMENSIONS
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6.

7.

8 o

9 .

10.

11.

12.

TABLE III NOTES

The nominal dimensions of the Type I specimens are shown

in Figure 2.

Either the cross-sectional area of the failed segment or, if

the fasteners failed, the lesser of the cross-sectional areas

of the two segments is reported.

The 0.010-inch - 0.015-inch chamfer disregarded in the

calculations.

The fastener shear strengths are presented in Table I I.

Sample - not tested.

Fractured during assembly - not tested.

Failed in net tension through the fastener holes - no fastener

failu r e.

Simultaneous failure of the fasteners in shear, and the material

in net tension through the fastener holes.

Failed in full section of the beryllium segment due to severely

warped material.

Fastener sheared prior to development of full tensile potential

of the beryllium segment.

Fractured through rivet holes during assembly -- total load

represents bond strength only.

Net Tension SLress:

P

(_nt = Writ 1

p

W n =

t 1 =

Test Load; pounds

Specimen width less diameter of 3 holes; inches

Beryllium thickness; inch

13



13.

14.

15

16

17

18

19

20

TABLE III NOTES (Cont.)

Full Section Tensile Stress:

P

0"_t = Wt I

P = Test Load; pounds

YV = Specimen width; inches

tI = Berylliurn thickness; inch

Average Bearing Stress:

P

_r = Dt

= Test Load; pounds

Beryllium thickness; inch

(a) Types 201A and 201B only:

D = Total average diameter of (3) fasteners; inch

(b) Types 201C, 201D, 201E, and 201F only:

D = Total diameter of (3) fastener holes; inch

Bond release at 1325 pounds.

Bond released at 1500 pounds.

Bond released at 1250 pounds.

Bond released at 800 pounds.

Bond released at 1200 pounds.

Bond released at 1300 pounds.

14



The segments to be joined and the fasteners were hand
-held during the installation of the fasteners. A standard Huck
Model 352 pneumatic "gun" was used to "pull" the Huckbolts.

The completed Type IA specimens, ready for testing, are

illustrated in Figure 3. Figure 4 illustrates the testing of one

of the specimens in the "Instron" tensile testing machine at a

constant cross-head travel rate of 0.05 inch per minute and an

average loading rate of 3080 pounds per minute. The bending

of the segments and the "tilting" of the fasteners is clearly visible

in the illustration. In order to reduce this "tilting" at the loading

pins as much as possible, shims were placed between the beryl-

lium specimens and the "forks" of the "Instron" loading rods.

]Except for specimen number 201A4, the catastrophic

failure of the beryllium specimens was precipitated by the failure,

in shear, of one of the fasteners. The low indicated net tensile

stresses for the beryllium, therefore, can be partially attributed to

the failure of the fastener before the full tensile strength of the

beryllium was reached.

As discussed earlier, the primary cause of the failure

of any lap joint at relatively low net tensile loads is the effect

of the combined bending and tensile loads. The high bearing

stress at the fasteners in this particular test joint series, plus

the effect of the "tilting" of the fasteners, resulted in the failure

of the joints through the fastener line as illustrated in Figure 5.

The elongation of the fastener holes, visible in specimen 201A3,

verified the existence of the high bearing loads. The beryllium

failed in bearing at one of the loading pin holes in specimen 201A4

a_ a load of 8150 pounds. However, the aluminum reinforcement

pad and the adhesive bond did not fail; the specimen continued to

carry the load and the testing was continued without interruption

to ultimate failure in the joint at 8960 pounds.

Visual inspection of a representative autographically

recorded load-deflection curve, illustrated in Figure 6, clearly

reveals that only minor yield, attributable to the failure in bearing,

occurred in the beryllium just prior to the ultimate load failure.

b. Type I B - Jo-bolts. The objective of this

investigation was the further evaluation of the feasibility of joining

beryllium structures with high strength blind fasteners. The

installation of Jo-bolts also subjects the material to an appreciable

15
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FIGURE L,. TYPE IA SPECIMEN - TENSILE TEST
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shock at the instant of stem separation. Again, all of the holes

provided a small radial clearance between the fastener and the

hole wall.

The diameters of ten randomly selected NAS 1671-3

Jo-bolts ranged from 0. 1981 inch to 1.984 inches; the average

diameter was 0.1982 inch. As this type of fastener does not

expand during installation, the fastener diameter rather than the

hole diameter establishes the bearing stress.

The diameters of the finished holes in the beryllium seg-

ments ranged, after etching, from 0.202 inch to 0.204 inch.

The actual diameters of the holes were used in calculating the

net tensile stress; the average diameter of the .Io-bolts was

used in calculating the bearing stress.

The segments to be joined, and the fasteners, were

hand-held during the installation of the fasteners. A standard

Jo-bolt Model 302M/MT[3302 (Torque t_esponsive) gun was

used to install the Jo-bolts. The completed Type I B specimens,

ready for testing, are illustrated in Figure 7. Figure 8 illustrates

the testing of one of the Type IB specimens in tile "Instron"

tensile testing machine at a constant cross-head travel rate of

0.05 inch per minute and an average loading rate of 3000 pounds

per minute. The bending of the segments is c-h._arly visible in

this illustration. Shims also were placed between the beryllium

specimens and the "forks I' of the "Instron" in order to minimize

the "tilting" at the loading pins.

During the initial testing of these Type I tB specimens,

two (B1 and B5) failed, due to the shearing of the fasteners.

The other two failed in shearing at the loading pin holes. The

two panels which initially failed in the loading pin holes were

retested in the "t_iehle 1' tensile testing machine. Vise jaws,

which spanned the full width of the specimens arld thus assured

even distribution of the load, were used for these subsequent

tests. As may be noted in Table III, the ultimate load attained

during the second test of one specimen (20113-2) exceeded the

initial load by 155 pounds, and failed when two of the Jo-bolts

sheared. The loading was disconLinued before the third fastener

failed, although partial shearing undoubtedly did occur as may be

observed in Figure 9. The other specimen (201_-4) failed at a

load 60 pounds under the original load, due to _ combination of

20
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22 FIGURE 8. TYPE IB SPECIMEN - TENSILE TEST



FIGURE 9. SPECIMEN 2OIB-2 - STILL SUSTAINING A LOAD OF 4500 LBS.

AFTER TWO FASTENERS HAD SHEARED AT 8220 LBS.
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tensile, bearing and bending stress through the fastener line.

The failure mode of the Type IB specimens was quRe
different from the catastrophic type of failure exhibited by the
Type IA specimens. As i11ustrated in Figure i0, three of the
four specimens failed due to the shearing of the fasteners; only
minor bearing failure was evident at the fastener holes. How-
ever, visual inspection of a representative autographically recorded
load-deflection curve, illustrated in Figure Ii, again clearly
reveals the abrupt failure at high loads with no indication of a
yield point.

c. Type I C - Cherry Blind I_ivets. The objective

of this investigation was the evaluation of the feasibility of joining

realtively thin beryllium sheet material with cherry blind rivets,

such as MS 20600-M5, which subject the material to high hoop

stresses in the holes, as the rivet shank expands during installa-

tion. The Type IC specimens, therefore, were fabricated of

0.030-inch and 0.060-inch gage material. No special precautions

were observed to ins_re other than nominal hole/fastener diamet-

rical tolerances.

As this type of fastener expands during installation, the

actual diameters of the holes were used in calculating both the

net tensile and the bearing stresses. 7_ standard Cherry Model

GISDIB pneumatic rivet gun was used to install the rivets. The

completed Type I C, 0.030-inch gage material specimens are

illustrated in Figure 12. All of the test speeirr_ens were assem-

bled with the cherry rivets without a single fracture in either the

0.030-inch or the 0.060-inch beryllium material.

Figure 13 and 14 illustrate the testing of typical Type

IC specimens in the "Instron" tensile testing machine at a

constant cross-head travel rate of 0.05 inch per minute and an

average loading rate of 3600 pounds per minute. The typical

bending of the material and the "tilting" of the fasteners is clear-

ly visible in these illus_rations. However, due to the difference

in the thickness of the material in the two sets of specimens,

the types of failure were quite different.

All of the 0.030-inch thick test specimen s failed in the

berylliun_through the fastener line, at a net tensile stress

significantly higher than was exhibited by the 0.060-inch thick
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FIGURE 13. TYPE IC SPECIMEN - O.030-1NCH _&TERIAL - TENSILE TEST
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Fastener: MS_-M5
Material: .060" beryllium
Picture taken at BOO0ibs. load
Failure occurred at 3020ibs.
MaximumLoad - IC (.O60") Series: 3020 Ibs.

FIGURE 14. TYPE IC SPECIMEN - O.060-1NCH MATERIAL - TENSILE TEST
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test specimens. The consistent failures through the rivet line

are illustrated in Figure 15.

The failure mode of the 0.060-inch specimens was

entirely different from that exhibited by the 0.030-inch specimens.

As illustrated in Figure 16, the primary failure of the specimens

was due to the failure of the fasteners. The extreme "tilting"

of the joint area, clearly visible in Figure 14, precipitated the

failure of the rivets; the beryllium material cut through the rivet

sleeve and caused it to strip off the rivet stem. The low indicated

net tensile stresses for the beryllium, therefore, can be attributed

to the failure of the fasteners before the full tensile strength of

the beryllium was reached. A_ reduction in the pitch dimension,

or spacing, of the fasteners would improve the load-carrying

capacity of this joint by increasing the net tensile stress in the

beryllium. However, this change would be limited by the in-

crease in the bearing stress in the beryllium.

Furthermore, the separation of the segments under load,

due to the slipping of the rivet stem, not only was highly undesirable,

but materially contributed to the development of the low net tensile

loads. Visual inspection of an autographically recorded load-deflec-

tion curve, for specimen Number 201C-7, illustrated in Figure 17,

clearly reveals the effects of the rivet slippage; the reversal

of the load just prior to joint failure, but after the maximum load

had been reached, indicated this effect.

d. Type ID - Beryllium lqivets. The use of

beryllium rivets, rather than other types of fasteners, would result

in the maximum savings in weight. However, the problems of

rivet temperature control, forging cycle, and differential tempera-

tures between the rivets and the material must be solved if this

ultimate lightweight fastener is to be used on a production basis.

The objective of this investigation, therefore was the

evaluation of the feasibility of joining beryllium structures with

beryllium rivets. Because of the preliminary nature of this

phase of the mechanical fastener program, several parameters

were based upon t'current best practice; I' extensive development

work was not undertaken to establish optimurn parameters. Only

two configurations of rivets, illustrated in Figure 18, were used

during this investigation.

3O



®

r-i

H

31



B2



1

q
! ! ,

i

I__ :,
p i
: 1t

-- ' tr_ i "

!L}..,.: : i.t-L,,i-l.

It1, ii ,_ _I,I_t
FIT: !, _FZ_r

co

S

I

I

o

c_

I

(2)

r-t

I-t

33



i_
I.281

Dia

< .0_!5 R

t
_:. _?

Dia

Beryllium

NOTES:

i. DIMg]NSIONS SHOWI< AI{!<FINAL AF1%]I{CIII<H]CA],I,]TCHfNG

2. AFTER MACtl]N]N(] ]<'i'CH O.OO6-INCH TO O.t<)8-]N(]t_ F!iOM BERYLLIUM RIVETS ONLY

3. MACHINE "LOCKALLOY" RIVETS TO FINAL DIHENS](IL[:
f

4. BREAK ALL EDGES <:. O(ll-INCH TO O.O£',5-1 NCt{ Igd:d_!'3

FIGURE 18. RIVf'/I'CONFIGURATIONS - BERYLLIIIH AND .'LOCKALLOY"
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The beryllium rivets were machined 0.008 inch over-

size to permit the subsequent chemical etching of the rivets to

the final dimensions; the use of the standard nitric hydrofluoric

acid solution not only resulted in the removal of any induced sur-

face damage, but reduced the machined rivets to their final net

dimensions .

In order to establish the basic forging temperature and

the percentage of reduction during the "upsetting I' of the rivets,

several test samples, consisting of 1-inch by 2-inch by 0.060-

inch steel plates, were joined with one rivet and tested to deter-

mine the relative shear strengths. Two trial forging tempera-

tures, 750°F and 1350°I _ , were selected for these initial trials.

The rivets were cut to length and faced to provide a protrusion

of approximately 0.i50 inch prior to the "upsetting" operation.

"Upsetting" the rivets at the lower temperature of 750°F

resulted in extensive radial cracks in the upset head, and deforma-

tion of the rivet above the material, rather than within the hole

itself; the ultimate result was loose rivets. Increasing the forging

temperature to 1350°F resulted in the complete elimination of the

radial cracking, and the proper expansion of the rivet within the

hole; the fits within the hole were uniformly tight. In addition,

it was determined during this experimental work that a 10 to 15

percent reduction in the height of the upset head portion of the

rivet yielded the best results.

A low-voltage (0-6 volts), high-current (0-1000 amperes)

power supply was used for the resistance heating of the rivets.

The power leads were attached to the opposing lqenfe 41 steel

mandrels. The lower mandrel was fixed; the upper mandrel

was attached to the cross-head of the 10,000-pound capacity

"Instron" research tensile testing machine.

Temperature control was maintained by means of thermo-

couple feedback to a fast response recorder-controller. The

thermocouple was attached to the upper protruding section of the

rivet (to be upset), and an initial light load of approximately 20

pounds was applied to hold the rivet and the panel assembly

firmly in place during the heating of the rivet.

At the i350°F forging temperature, the most effective

cross-head rate was 0.05 inch per minute. During the "upsetting"
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of the rivet, the applied force increased rapidly to approximately

5000 pounds. This rapid increase was due both to the forging

action on the rivet and the heat loss from the rivet into the beryl-

lium segments as the metal-to-metal contact became more intimate.

The test results of the steel development samples were

as follows :

TABLE IV

Steel Development Samples - Beryllium Rivets

Rivet Forging

Material Temp - ° F

Be 750

Be 1350

_ ingle Shear

I#ange - PSI

45,000-46,000

57,000-57 , 500

On the basis of this limited data, 1350°F was selected

as the "upsetting" temperature for the beryllium rivets. Figure

19 illustrates the "Instron" research tensile testing machine, the

heating equipment, and the instrumentation utilized for the assembly

of the Type I D beryllium riveted specimens.

During the "upsetting" of the rivets, the temperature

gradient in the beryllium segments was measured by means of

thermocouples temporarily attached at several points.

Visual inspection of the temperature data, ploIied as a

function of distance from the centerline of the rivet, reveals that

the temperature gradient in the beryllium material is nearly linear

from the edge of the rivet head. The slight variations are believed

due to slight variations in the contact resistance during the heating

of the rivets. A contributing factor in the successful installation

of the beryllium rivets, therefore, was belived to be the relatively

high temperature of the beryllium segments adjacent to the rivet

which locally improved the ductility of the material and minimized

the effect of induced hoop stresses. As no test specimens failed
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FIGURE 19. RIVET INSTALLATION - INSTRON TEST MACHINE
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during the riveting operation, the verification of this conclusion is
assumed. This data is graphically presented in Figure 20.

Macro and micro sections of an installed beryllium rivet

are illustrated in Figure 21. The lack of any indication of damage
should be noted.

The completed Type ID, 0.030-inch gage material

specimens are illustrated in Figure 22. All of the test specimens

were assembled with beryllium rivets without a single fracture in

either the 0.030-inch or the 0.060-inch beryllium material. Figure

23 and 24 illustrate the testing of typical Type I D specimens in

the "Instron" tensile testing machine.

Constant loading rates of 2000 and 2500 pounds per

minute were used during the testing of the 0.030-inch and the

0.060-inch specimens, respectively. The typical bending of the

material and the "tilting" of the fasteners is clearly visible in

these illustrations. However, no rivet "slipping," or separation

of the panel segments at the rivet line, is evident. Due to the
difference in the thickness of the material in the two sets of

specimens, the types of failure were quite different.

All of the 0.030 inch-thick test specimens failed in the

beryllium, through the fastener line, due to a combination of high

bending and bearing stress through the holes. There was no

evidence of rivet failure. The consistent failures through the

rivet line are illustrated in Figure 25.

The failure mode of the 0.060-inch specimens was

entirely different from that exhibited by the 0.030-inch specimens.

As illustrated in Figure 26, the failure of the specimens was

precipitated by the shearing of the beryllium rivets, which usually

occurred as the separation of one or both heads from the shank.

It may be concluded, therefore, that the "tilting" of the fasteners

also added a tension moment to the rivets which resulted in a

greatly increased local stress at the rivet head-shank transition.

Because of the high modulus of both the rivets and the

specimen segments, the failures were of the catastrophic type.

Visual inspection of a representative autographically recorded

load-deflection curve, illustrated in Figure 27, clearly reveals

the lack of indication of yield; the trace is nearly linear.
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FIGURE 23. TYPD ID SPECIMEN - O.030-1NCH }@_T>TRIAL- TENSILE TEST
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FIGURE 24. TYPE ID SPECIMEN - O.060-1NCH MATERIAL - TENSILE TEST
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e. Type lIE - "Lockalloy" lqivets. The use of

"Lockalloy l' as the rivet material results in fasteners nearly as

light in weight as beryllium rivets. In addition, the somewhat

lower modulus and greater ductility of "Lockalloy t' at room tempera-

ture should afford a more efficient fastener than "unalloyed" beryl-

Hum.

The objectives of this investigation, therefore, were the

evaluation of the feasibility of joining beryllium structures with

"Lockalloy" rivets, and the comparison of the char.acteristics

of the "Lockalloy t' and beryllium rivets. Therefore, in order to

permit the direct comparison of the results, dimensionally identical

rivets and test joints were utilized. The configuration of the

HLockalloy" rivets is illustrated in Figure 18.

The "Lockalloy t' rivets were machined to net final

dimensions. Because of the machining characteristics of this

material, the etching operation was not deemed necessary and,

therefore, was omitted.

The establishment of the basic forging temperature and

of the percentage of reduction during the r'upsetting" of the rivets

was accomplished in the same manner as with the beryllium rivets.

Several steel test samples again were prepared, joined with one

rivet, and tested to determine the relative shear strengths. Two

trial forging temperatures, 400°F and 1000°F, were selected

for these initial trials. The rivets were cut to length, faced to

provide a protrusion of approximately 0.150 inch prior to the

"upsetting" operation.

Forging the "Lockalloy" rivets at the lower temperature

of 400°F produced extensive radial cracks in file upset head.

The forging temperature then was increased to 1000°F, which

did not completely eliminate the radial cracking problem, although

the condition was greatly reduced. The i0 percent reduction in

the height of the protruding end of the rivet again was found to

yield the best results.

The same equipment and procedure used during the

developmental work on the beryllium riveted joints was used for

the fabrication of the "Lockalloy _' riveted steel test specimens,

except that the "upsetting" of the "Lockalloy" rivets was performed

at 700 pounds pressure and a controlled rate of 0.005 inch per
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minute.

The test results of the steel development samples were

as follows :

TABLE V

Steel Development Samples - "Lockalloy" Rivets

Rivet Forging Single Shear

Material Temi_ - °F Range - PSI

"Lockalloy" 400

"Lockalloy" i000

39 , 000-40,000

39 , 000-40 , 000

On the basis of this limited data, 1000°F was selected

as the forging temperature for the "Lockallo¥" rivets. Figure 19

illustrates the T'InstronI' tensile testing rnachine, the heating

equipment, and the instrumentation utilized for the assembly of the

Type IE "Lockalloy" riveted specimens.

During the upsetting of the rivets, the temperature

gradient in the beryllium segments was measured by means of

thermocouples temporarily attached at several points.

Visual inspection of the temperature data, plotted as a

function of distance from the centerline of the rivet, reveals that

the temperature gradient in the beryllium material is almost linear

from the edge of the rivet head. The slight variations are

believed due to slight variations in the contact resistance during

the heating of the rivets. A contributing factor in the successful

installation of the "hockalloy v' rivets, therefore, is believed due

to the relatively high temperature of the beryllium segments

adjacent to the rivet, as all of the test specimens were successfully

joined without failure. The temperature gradient data is graphically

presented in Figure 28.

However, it was noted that several rivets, after they

had cooled to room temperature, were loose in _he holes
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and could be rotated "by hand. f' These rivets were "re-stuck"

to increase the shank diameter and thus completely fill the hole

prior to the initiation of testing operations. Macro and micro

sections of an installed "Eockalloy" rivet are illustrated in Figure

29.

The completed Type I E, 0.030-inch gage material

specimens are illustrated in Figure 30. All of the test specimens

were assembled with the "Lockalloy" rivets without a single

fracture in either the 0.030-inch or the 0.060-inch beryllium

material. Figure 31 illustrates the testing of a typical Type I E

specimen in the "Instron" tensile testing machine.

Constant loading rates of 1800 and 2300 pounds per

minute were used during the testing of the 0.030-inch and the

0.060-inch specimens, respectively. Again, due to the difference

in the thickness of the material in the two sets of specimens, the

types of failure were quite different.

As occurred during the testing of the "beryllium riveted"

specimens, all of the 0.030-inch thick test specimens failed in the

beryllium, through the fastener line, due to a combination of

high tensile and bearing stresses compounded by bending stresses.

There was no evidence of rivet failure. The consistent failures

through the rivet line are illustrated in Figure 32.

The failure mode of the O.060-inch specimens was entirely

different from that exhibited by _he 0.030-inch specimens. As

illustrated in Figure 33, the failure of the specimens was due to

the shearing of the "Lockailoy" rivets. It should be specifically

noted that all of the "Lockalloy" rivets failed in shear at the joint

interface, not at the rivet head-shank transition as occurred with

the beryllium rivets. Visual comparison of the failed rivets,

illustrated in Figures 26 (beryllium) and 33 ("Lockalloy") , clearly

reveals the difference in the two types of failure. This difference

is believed due to the greater ductility and lower notch sensitivity

of the "Loekalloy" rivet material.

Visual inspection of a representative autographica/ly

recorded load-deflection curve, illustrated in Figure 34, reveals

a slight indication of yield, an improvement over the linear character-

istic displayed by the beryllium specimen illustrated in Figure 27.
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"Lockalloy" Riveted Joint - IOX

Bottom of "Lockalloy" Rivet - 100X

FIGURE29. TYPE IE SPECIMEN - INSTALLED "LOCKALLYRIVET.
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Fastener: .159" Dis. "Lockallo_' Rivet

Material: .030" Beryllium

Picture taken at 1200 ibs. load

Failure occurred at 1430 ibs. load

Maximum Load-IE (.0_0") Series: 1840 ibs.

FIGURE 31. TYPE IE SPECIMg]N - O.030-1NCH MATERIAL - TENSILE TEST
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f. Type IF - Combination Adhesive Bonding and

Cherry Blind Rivets. Due to the load concentration at the mechani-

cal fasteners, and the notch sensitivity of beryllium at room tempera-

ture, the combination of adhesive bonding and riveting should result

in the fabrication of improved mechanical joints. The distribution

of the load-carrying capacity of the adhesive bond at room tempera-

ture, and the increased ductility and reduced notch sensitivity

of beryllium at higher temperatures, should result in improved

joint efficiency throughout the normally anticipated "working"

temperature range for beryllium structures.

The objective of this limited investigation was the evalua-

tion of the feasibility of the combination joining method. As the :

scope of the program is limited, only one adhesive was tested.

The use of cherry blind rivets permitted a direct comparison of

the characteristics of the two types of joints, i.e., identical

mechanical fasteners with and without adhesive bonding.

In order to obtain the maximum comparative data, one

of the bonding materials tested during the "Adhesive Bonding"

phase of this program, Epon VI (Shell Chemical Company),

was selected for this task.

The laying surfaces of the specimens were prepared and

the adhesive applied in accordance with the procedure outlined

in the section on Adhesive Bonding. The rivets then were in-

stalled as outlined previously in the section on Type I C - Cherry

Blind lqivets.

The completed Type IF specimens are illustrated in

Figures 35 and 36. Two of the joints, fabricated of 0.030-inch

material, failed during the installation of the rivets. This was due

to the localized distortion of the beryllium around the hole caused

by the displacement of the bonding material as the rivet was "set."

These failures are clearly illustrated in Figure 35. No failures

occurred during the assembly of the 0.060-inch specimens.

A constant loading rate of 2500 pounds per minute was

used during the testing of the specimens. Rue to the failure

auring assembly, specimen 201FI was not tested. Specimen

201F2, also cracked during assembly, was tested to failure;

the specimen failed in the beryllium, through the fastener line,

as anticipated. Specimen 201F3 failed initially by "peeling" of
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the adhesive, followed by bearing failure at one of the loading
pin holes, at a load of 1680 pounds. IRetesting of this specimen,

substituting vise jaws for the pin connections, resulted in failure

in the beryllium through the fastener line. _pecimen 201F4

failed in the beryllium, through the fastener line, due to the

combination of high bearing and bending stresses, subsequent to

the early failure of the bond. The failed specimens are illustrated

in Figure 37.

The failure mode of the 0.060-inch specimens, was

entirely different from that exhibited by the 0. 030-inch specimens.

As illustrated in Figure 38, the primary failure of the specimens

was due to the failure of the fasteners. The "tilting" of the

joint area precipitated the failure of the rivets; the rivet collars

were sheared and the stems pulled out in the same manner as

occurred during the testing of the Type I C joints; the joint

corffigurations, with the exception of the adhesive bonding, were

identical.

A comparison of the test results, presented in Table

III, clearly indicates the lack of any advantage accuring from

the incorporation of the adhesive bonding in the mechanically

fastened joint.

The utilization of a higher strength adhesive may result

in improved joint characteristics. However, such an extensive

investigation is not within the scope of this program.

4. Type I.I Lap Joints - Double IRow Fasteners.

Table VI presents the chemical analyses and mechanical properties

of the material procured from The Brush Beryllium Company for

the fabrication, testing, and evaluation of the double-rowconfigura-

rich, mechanically fastened joints. The specific utilization of each

of the several shee_s of material is identified by the type numbers

of the specimens.

The configuration and nominal dimensions of the "202"

Type I I _oints are illustrated in Figure 39. A summary of

the test loads, stresses, and modes of failure is presented in

Table VI I.

The preparation of the Type II specimens and the
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A

L

I

Chamfer

-W/////////#

Section A-A

•OlO

.o15
x 45 ° (i0 places)

Conf.

A

B

C

D

E

F

NOTE :

Fastener Type Hole Dia.
Mat'l Gage

T1 T2

Huckbolt (NAS 2006-V4) .189-.193 .12 .12

Jo-bolt (NAS 1671-3) .199-.202 .12 .12

.158-.164Cherry Rivet (MS 20600-M5)

Beryllium Rivet .160-.164

Lockalloy Rivet .160-.164

.158-.16_Cherry Rivet/Bonded

o3/.o6.031.06

Dimension

A B C

3.25 1.125 .56

3.25 1.125 .56

3.00 i.oo .50

ALL DIMENSIONS ARE IN INCHES.

FIGURE 39. TYPE II JOINT CONFIGURATION - NOMINAL DIMENSIONS
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TABLE VII NOTES

I. The nominal dimensions of the Type II specimens are shown

in Figure 39.

2. Either the cross-sectional area of the failed segment or, if

the fasteners failed, the lesser of the cross-sectional areas

of the two segments is reported.

3. The 0.010-inch - 0.015-inch charafer disregarded in the
calc ulatio n s .

4. The fastener shear strengths are presented in Table II.

5. Sample - not tested.

6. Fractured during assembly - no_ _es_ed.

7. Failed in net tension through the fastener holes - no fastener

failu re.

8. Simultaneous failure of the fasteners in shear, and the

material in net tension through the fastener holes.

9. Failed in full section of the beryllium segment, due to

severely warped material.

I0. Fasteners sheared prior to development of full tensile

potential of the beryllium segment.

Ii. Short radial cracks occurred at one hole prior to assembly.

19. Bond released at I000 pounds.

13. Bond released at 2580 pounds.

14. Bond released at 1850 pounds.

15. Bond released at 2500 pounds.

16. Bond released at 2000 pounds.
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TABLE VII NOTES (Conttd)

17. Full section Tensile Stress:

P

_t = Wt 1

p = Test Load; pounds

W = Specimen width; inches

tl = Beryllium thickness ; inch

18. Net Tension Stress

P

_n_ = Writ I

Test Load; pounds

19.

Special width less diameter of 3 holes on common

centerline; inches

tl --- IBeryllium thickness; inch

Average Bearing Stress:

P

 7%r = O---i

p = Test Load; pounds

t =- Beryllium thickness ; inch

(a) Types 202A and 202B only:

D = Total average diameter of (5) fasteners; inch

(b) _ypes 202C, 202D, 202E, and 202F only:

D = Total diameter of (5) fastener holes; inch
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installation of the fasteners were accomplished with the same pro-

cedures utilized for the assembly of the Type I specimens. In

all cases, the difference was in the basic configuration; five

fasteners were installed in two staggered rows versus three

fasteners installed in a single row.

The testing of the double-row configuration lap joints

provided the bases for the direct comparison of the joint efficienoies,

and the evaluation of the reductions in the local bearing loads at

the fasteners, in relation to the proportional increases gained in

the net tensile loads.

a. Type IIA- Huckbolts. The assembly of the

Type IIA specimens, utilizing the procedures discussed in the

section on Type IA - Huckbolts, was accomplished without in-

cident. All of the specimens were assembled without any indication

of fracture in the beryllium, even though additional fasteners were

installed at a decreased pitch dimension. The completed Type

IIA specimens, ready for testing, are illustrated in Figure 40.

Figure 41 illustrates the testing of one of the specimens in the

"lqiehle" hydraulic tensile testing machine at a constant loading

rate of 2500 pounds per minute. It may be noted that, although

the typical bending of the material and the "tilting" of the fasteners

are clearly visible in the illustration, the magnitudes are significant-

ly less than occurred during the testing of Type IA - Single Iqow

Fastener specimens.

The failure mode of the Type IIA specimens was quite

similar to that exhibited by the Type IA specimens except that

the failures of the specirrlens were not precipitated by the shear-

ing of the fasteners. The high bearing stress at the fasteners in

this joint series, plus the effect of the bending stress, resulted

in the failure of the joints in net tension in the beryllium material

through the fastener lines, as illustrated in [Zigure 42.

A comparison of the results of the tensile tests of the

two series of joint specilnens (Type IA - Single Iqow Fasteners,

and Type IIA - Double l_ow Fasteners) clearly reveals the

advantage of the staggered double row fastener configuration. The

installation of the additional fasteners, which reduced the bearing

stresses, resulted in a 46 percent increase in the net tensile

stress in the beryllium material; thus, the ov_:rall result was

a substantially more efficient joint.
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NAS2OO6-VhHuckboit

taken at lO,5001bs, load

ccurred at _700 lbs. load

_ad_IIA Series: 13,250!1bs.
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b. Type IIB - Jo-bolts. The assembly of the

Type IIB specimens, utilizing the procedures discussed in

the section on Type I B Jo-bolts, was accolnplished without

incident. The completed Type IIB specimens, ready for test-

ing, are illustrated in Figure 43.

During the initial testing of specimen 202B-2 in the

r'I4qedman-Baldwin tp tensile _est machine, _he beryllium failed

in bearing at one of the loading pin holes at a load of 11,150

pounds. The retesting of this specimen and the _.esting of the

balance of the Type IIB series were performed in the "lqiehle"

tensile testing machine. The vise grips, which spanned the

full width of the specimens and thus assured even distribution

of the load, were used for these tests. Figure 44 illustrates

the testing of one of the specimens in the "_iehle" hydraulic

tensile testing machine at a constant loading rate of 2500 pounds

per minute. Again, it may be noted that although the typical

bending of the material and the "tilting" of the fasteners are

clearly visible in the illustration, the magnitudes, even at the

higher load, are less than occurred during the testing of the

Type I B - Single Row Fastener specimens.

The failure mode of the Type I IB specimens was

quite similar to that exhibited by the Type I IA (Huckbolt) speci-

mens; and quite different from that exhibited by the Type I B -

Single lqow Fastener Specimens which failed due to the shearing

of the fasteners. The combined effect of the high bearing stress

at the fasteners and the bending stress in the material resulted

in the failure of the joints in net tension in the beryllium material

through the fastener lines as illustrated in Figure 45.

A comparison of the results of the tensile tests of the

two series of joint specimens (Type I B - Single lqow Fasteners,

and Type IIB- Double ]Row Fasteners) again verifies the

advantage of the staggered double row fastener configuration.

The 60 percent increase in the net tensile stress in the beryl-

lium material clearly emphasized _he substantial improvement in

the efficiency of the joint.

c. Type IIC - Cherry Blind ]Rivets. During

the assembly of these specimens utilizing the standard procedures

discussed in the section on Type I C - Cherry Blind ]Rivets, one

of the 0.030-inch gage material specimens (202C-2) cracked from
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Fastener: NAS 1671-3 Jo-Bolt

Material: .120" Beryllium

Picture taken at 11,200 Ibs. load

Failure occurred at 13,750 ibs. load

MaxlmumLoad-llB Series: 13,750 ibs.

F1GUPd,_ 44. TYloE [l_rB SPECRiV_]I'_ - TENS]L[!; TEST
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the rivet hole to the edge of the segment, and therefore was not

tested. The balance of the specimens was assembled without

incident. It is believed this failure may have occurred due to

the hoop stresses developed during the installation of the fastener.

This failure does serve to emphasize the danger inherent in the

utilization of this type of internally expanding rivet for assembling

thin gages of beryllium material. The completed Type IIC, 0.060-

inch gage specimens are illustrated in Figure 46.

Figures 47 and 48 illustrate the testing of typical 0.030-

inch and 0.060-inch gage specimens in the HInstron" tensile test-

ing machine at average loading rates of 2100 and 2900 pounds per

minute respectively. The typical bending of the material and the

"tilting" of the fasteners is clearly visible in these illustrations.

During the initial testing of these Type IIC specimens,

two of the 0.030-inch gage specimens (CI and C3) failed in

bearing at one of the loading pin holes. However, the aluminum

reinforcement pad and the adhesive bond did not fail on specimen

202C-3; the specimen continued to carry the load and the testing

was continued without interruption to ultimate failure through one

of the rivet holes in the joint. The vise grips were used during

the retesting of specimen C1 in the "lqiehle" tensile testing machine.

Due to the differences in the thickness of _he material

in the two sets of specimens, the types of failure were quite

different. However, the respective failure modes of these Type

IIC specimens were identical to those exhibited by the Type IC

specimens. Due to the combined effects of the high bearing stress

at the fasteners and the bending stress in the material, all of the

0.030-inch thick test specimens failed in the beryllium, through

the fastener line, at a net tensile stress significantly higher than

was exhibited by the 0.060-inch thick specimens. The consistent

failures through the rivet line are illustrated in Figure 49.

The failure mode of the 0.060-inch thick specimens was

entirely different from that exhibited by the 0.030-inch specimens.

As illustrated in Figure 50, the primary failure was due to the

failure of the fasteners. The "tilting" of the joint area, clearly

visible in Figure 48, precipitated the failure of the rivets; the

beryllium material cut through the rivet sleeve and caused it to

strip off the rivet stem. The resulting deformation of the rivet

holes also is clearly visible in Figure 50. The lower indicated
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202C-3

Fastener: MS 20600-M5 Cherry Blind Rivet

Material: .030" Beryllium

Picture takeni_at 2100 ibs. load

Failure occurred at 2620 ibs. load

Maximum Load-llC (.030") Series: 2940 ibs.

FIGURE 47. TYPE IIC SPECIMEN - O.030-1NCH MATERIAL - TENSILE TEST
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202C-10

Fastener: MS20600-M5Cherry Blind Rivet
Material: .060" Beryllium
Picture taken at 4270 ibs. load
Failure occurred at 4600 ibs. load
MaximumLoad-IIC (.060") Series: 4700 ibs.

FIGURE48. TYPEIIC SPECIMEN- O.060-1NCHMATERIAL- TENSILETEST
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FIGUP_E 49. TYPE IIC SPECIMENS - O.030-INCH MATERIAL - TYPICAL FAILURE MODE
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net tensile stress for the beryllium, therefore, can be attributed

to the failure of the fasteners before the full tensile strength of

the beryllium was reached. Furthermore, the separation of the

segments under load, due to the slipping of the rivet stem, not

only was highly undesirable, but contributed materially to the

development of the lower net tensile loads. Visual inspection of

an autographically recorded load-deflection curve for specimen

number 202C-6, illustrated in Figure 51, clearly reveals the

effect of the rivet slippage; the reversal of the load just prior to

the joint failure, but alter the maximum load had been reached,

indicated this effect.

A comparison of the results of the tensile tests of the

two series of joint specimens (Type IC - Single l_ow Fasteners,

and Type IIC - Double lqow Fasteners) again clearly verifies

the advantage of the staggered double row fastener configuration.

The large increases of 55 and 65 percent in the net tensile

stresses in the 0.030-inch and 0.060-inch gage specimens,

respectively, emphasize the increased efficiency of this joint

configuration.

d. Type liD - Beryllium lqivets. The objective

of this investigation was the further evaluation of the relative

joint efficiencies of the single and double row fastener configurations,

and the determination of the failure modes at the higher loads an-

ticipated with this fastener arrangement.

It was noted, prior to the assembly of the test specimens,

that several of the beryllium segments were quite "bowed. " How-

ever, as all of the test segments had been cut from "as received"

material, no attempt was made to improve this condition although

it was realized _hat the test results might be affected. In addition,

an extremely fine radial crack was observed at one hole in each

of two (202D-8 and 202D-9) specimens. However, the assembly

of all of the test specimens, including these two, was accomplished

without incident. The same procedure that had been used for

assembling the single row specimens and discussed in the section

on Type ID - Beryllium Rivets, was utilized. The "original" and

the "upset" configurations on both ends of the rivets are illustrated

in Figure 52. The completed Type IID, 0.060-inch gage speci-

mens are illustrated in Figure 53.
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The testing of both the 0.030-inch and the 0.060-inch

gage specimens was accomplished in the "Instron" tensile test-

ing machine at average loading rates of 1950 and 2800 pounds

per minute, respectively. The typical bending of the material,

"tilting H of the fasteners, and separation of the segments are

clearly visible in Figure 54.

Due to the difference in the thickness of the material in

the two sets of specimens, the types of failure were quite different.

However, the respective failure modes of these Type lID speci-

mens were identical with those exhibited by the Type ID - Single

lqow Fastener Specimens. All of the 0.030-inch thick specimens

failed in net tension in the beryllium, through the fastener line,

due to the combination of high bending and bearing stresses

through the holes. There was no evidence of rivet failure. The

consistent failures through one of the rivet lines are illustrated

in Figure 55.

Except for the two cracked specimens (202D-8 and

202D-9) which failed at low stress levels, the failure mode of

the 0.060-inch gage specimens was quite different from _,hat

exhibited by the 0.030-inch speci_nens. Although the ultimate

failures also were in net tension in the beryllium material, the

failures appear to have been precipitated by the shearing and/or

tensile failure of the beryllium rivets; the rivet failures occurred

as the separation of one or both of the heads from the shank.

As may be noted in Figure 56 (2021D-6 and 202D-7) , both the

original and the upset heads separated frorn _he shank. It may

be concluded, therefore, that the "tilting" ofthe fasteners added

a tension moment to the rivets which resulted in greatly increased

local stress at the rivet-shank transitions, and that the combined

effect of this high tensile load and the high notch sensitivity of

beryllium at room temperature may have resulted in the failure

of the rivets in tension rather than in shear. As illustrated in

Figure 56, the rivet shanks are still in place in the specimen_

but both original and "upset 'I heads failed. The results of this

test indicate that the head-shank geometry l_ay be a critical

factor and that the development of the optimum configuration will

require additional investigation which is not believed to be within

the scope of this program.

It should be specifically noted that this staggered double

row fastener configuration resulted in far less improvement in

the net tensile ultimate strength than was noted for the other types
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Fastener: .15_' Dia. Beryllium Rivet

Material: .030" Beryllium

Picture taken at 1500 ibs. load

Failure occurred at 1610 ibs. load

Maximum Load-liD (.030") Series: 2260 ibs.

FIGURE 5'4. TYPE liD SPECIMEN - O.030-1NCH MATERIAL - TENSILE TEST
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of fasteners. This is attributed to the high modulus of both the

rivets and the specimen segments, the high bearing loads at the

fasteners, and the lack of yield or plastic defomation in the rivets.

Visual inspection of a representative autographically recorded

load-deflection curve for specimen 202D-6, illustrated in Figure

57, clearly reveals the lack of indication of yield; the trace is

nearly linear.

e. Type IIE - "Lockalloy" Rivets. The objectives

of this test were the further investigation of the relative joint

efficiencies of the single and double row fastener configurations,

and the comparison of the characteristics of the "Lockalloy" and

beryllium rivets. It was anticipated that the lower modulus and

greater ductility of the "Lockalloy" rivets would result in more

evenly distributed bearing loads and higher joint efficiency.

All of the Type IIE test specimens were assembled,

utilizing the procedures discussed in the section on Type I]_ -

"Lockalloy" lqivets, without incident. There was no indication

of radial cracking in the edges of the "upset" rivet heads,

looseness of the rivets in the holes, or fracture in either the

0.030-inch or the 0.060-inch gage beryllium material. The

completed Type IIE, 0.060-inch gage specimens are illustrated

in Figure 58.

The testing of both the 0.030-inch and the 0.060-inch

gage specimens was accomplished in the "Instron" tensile testing

machine at average loading rates of 1950 and 2700 pounds per

minute respectively. As illustrated in Figures 59 and 607 the

separation of the beryllium segments at the joint interfaces was

greater than than observed for the Type IID (beryllium rivet)

specimens. This is believed due to the combination of the "Lock-

alloy" material characteristics and the difficulty experienced in

obtaining a "tight" rivet.

Due to the difference in the thickness of the material in

the two sets of test specimens, the types of failure were quite

different. However, the respective failure modes were identical

with those exhibited by the Type I E - Single lqow Fastener

specimens. -_II of the 0.030-inch thick test specimens failed in

net tension in the beryllium, through a fastener line, due to the

combination of high tensile and bearing stresses compounded by

the bending stresses. There was no evidence of rivet failure.
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Fastener: .159" Dia. "Lockalloy _' Rivet

Material: .030" Beryllium
Picture taken at 1880 lbs. load

Failure occurred at 1920 ibs. load

Maximum Load-rlE (.030") Series: 2210 ibs.

FIGURE 59. TYPE liE SPECIMEN - O.030-1NCH MATERIAL - TENSILE TEST
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Fastener: .159" Dis. "Lockalloy" Rivet

Materiaff: .060" Beryllium

Picture taken at 3000 ibs. load

Failure occurred at 3670 ibs. load

Maximum Load-liE (.060") Series: 372c) Ibs.

FI_UP_I 60. IYPE [lie SPECII@]N - _:...:[;,6t_-_INC_ MATF.!,ffAL - TENSILE TEST
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The consistent failures are illustrated in Figure 61.

As illustrated in Figure 62, the failure of the 0.060-inch

thick specimens was due to the shearing of the "Lockalloy" rivets.

It should be specifically noted that all of the "Lockalloy" rivets

failed in shear at the joint interface, not at the rivet head-shank

transition as occurred with the beryllium rivets. The difference

in the two types of failure is believed due to the greater ductility

and lower notch sensitivity of the "Lockalloy" rivet material.

Visual inspection of a representative autographically

recorded, load-deflection curve, illustrated in Figure 63, reveals

a slight indication of yield, an improvement over the linear

characteristic displayed by the beryllium curve illustrated in Figure

57. Although the full net tensile strength of the beryllium was not

realized in the 0.060-inch thick specimens, the increases of 25

and 56 percent, respectively, in the net tensile stresses in the

0.030-inch and 0.060-inch gage specimens clearly emphasize the

advantage of the staggered double row fastener configuration.

f. Type IIF - Combination Adhesive Bonding and

Cherry Blind Rivets. During the assembly of the Type IIF

specimens, utilizing the procedures discussed in the section on

Type IF Specimens, one of the 0.030-inch thick specimens

(202F-5) failed completely, and a second (202F-2) failed in one

hole during the installation of the rivets. These failures were

due to the localized distortion of the beryllium around the holes

caused by the displacement of the bonding material as the rivets

were "set." No failures occurred during the assembly of the

0.060-inch thick specimens.. The completed Type IIF specimens,

ready for test, are illustrated in Figures 64 and 65.

Figures 66 and 67 illustrate the testing of typical 0.030-

inch and 0.060-inch thick specimens in the "Instron t' tensile

testing machine at average loading rates of 2200 and 3200 pounds

per minute respectively. In all cases, the early failure of the

bonded joint resulted in the entire load being assumed by the

rivets. /ks anticipated, specimen 202F-2 failed permaturely, due

to the early bond failure and the radial cracks at one of the holes.

Specimen 202F-3 failed in bearing at both of the loading pin holes;

this specimen withstood the highest load of the Type IIF 0.030-

inch series. /ks little could be gained by retesting this specimen

in the "l:_iehle" machine, it was not retested. Two of the 0.030-
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Fastener: Adhesive Bonding and Cherry Blind Rivet

Material: .030" Beryllium
Picture taken at 2220 ibs. load

Failure occurred at 2750 Ibs. load

Maximum Load-llF (.030") Series: 2750 ibs.

FIGURE 66. TYPE IIF SPECIMEN - O.030-1NCH MATERIAL - TENSILE TEST.

NOTE BOND FAILURE.
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202F-!0

Fastener: Adhesive Bonding and Cherry Blind Rivet

Material: .060" Beryllium
Picture taken at 4000 ibs. load

Failure occurred at 4880 ibs. load

Maximum Load-llF (.060") Series: 4900 ibs.

FIGURE 67. TYPE I_F SPECIMEN - 0.060-1NCH MATERIAL - TENSILE TEST,

NOTE BOND FAILURE AND RIVET "TILTING;'
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inch specimens (202F-I and 202F-4) failed in net tension, at

very low loads, in the beryllium material outside of the joint

area. The failed 0.030-inch thick specimens are illustrated

in Figure 68.

The failure mode of the 0.060-inch thick specimens was

entirely different from that exhibited by the 0.030-inch thick

specimens. IKs illustrated in Figure 69, the early failure of

the adhesive bond was followed, in three cases, by the failure

of the fasteners; the fourth specimen failed in net tension through

the fastener line. The "tilting" of the joint area precipitated the

failure of the rivets; the rivet collars were sheared and the

stems pulled out in the same manner as occurred during the

testing of the Type IF - Single Row Fastener; Oombination

Adhesive Bonding and Cherry Blind lqivets. The typical failure

of the bond at approximately 50 percent of the ultimate load,

and the failure of the first rivet are clearly illustrated in the

autographically recorded load-deflection curve presented in Figure

70.

/t comparison of the test results, presented in Tables

III and VII, clearly indicates the lack of any advantage

accuring from the incorporation of adhesive bonding in mechanically

fastened joints. In fact, the ever present possibility of failure

at the holes during the installation of the rivets, due to the

localized distortion of the beryllium caused by the displacement

of the adhesive, strongly inhibits further consideration of the

combination joining method.

5. Type III Lap Joints - Reduced Sections. The

objective of this investigation was the evaluation of joints in panels

incorporating reduced thickness areas, and specifically the effect

of reducing the stress gradient by means of an intermediate step

in thickness between the joint area and the basic panel. This

investigation provides practical data directly applicable in the

design of minimum weight structures. Such structural designs

may include panels in gages too thin to provide the normal joint

strength due to insufficient bearing area.

In addition, the feasibility of joining beryllium structures

with double-flush countersunk beryllium rivets was investigated.

A 60-degree countersink was selected, as the use of the
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FIGURE 68. TYPE IIF SPECIMENS - O.O_O-INCII MATERIAL - TYPICAL FAILURE MODES
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configuration results in the development of the required clanLping

force without excessive rivet defor_nation.

Table VIII presents the chemical analysis and the

mechanical properties of the material procured from The Brush

Beryllium Company for the fabrication, testing, and evaluation

of the Type III - Reduced Section mechanically fastened joints.

The configuration and nominal dimensions of the 1'203_' Type III

joints are illustrated in Figure 71. A summary of the test loads,

stresses and modes of failure is presented in Table IX.

The formation of the reduced thickness sections (steps)

in the Type III test segments was accomplished by successive

chemical milling opera,ions. The subsequent preparation of the

specimens and the installation of the fasteners were accomplished

with the same procedures utilized for the assembly of the respective

Type I and Type I I specimens.

a. Type Ilia - Huckbolts. Although the thickness

of the joint area was less (0.090-inch versus 0.120-inch) than

the previous series assembled with Huckbolts, the assembly of

the Type IIIA specimens, utilizing the procedures discussed in the

section on the Type I A specin_ens, was accomplished without

incident. The completed Type IIIA specimens, ready for testing,

are illustrated in Figure 72.

The testing of the Type IIIA specimens was accomplished

in the "lRiehle" hydraulic tensile testing machine at a constant

loading rate of 3000 pounds per minute. The typical bending of

the material, "tilting" of the fasteners, and separation of the

segments in the joint area are clearly visible in Figure 73.

The failure mode of the Type IIIA specimens, illustrated

in Figure 74, was very similar to that exhibited by the Type IIA

specimens. With one exception (203A-2) , all of the specimens

failed in net tension in the beryllium through a fastener line. Again,

with one exception (203A-5) , crack propagation extended through

the 0. 075- inch "step r, into the basic 0. 060- inch area. There was

no ihdication of fastener failure.

A con_iparison of the results of the tensile tests of these

Type IIIA specimens and of the Type IIA - Double ;Row Fastener

specimens, clearly verifies the advantage of the "stepped" joint
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TABLE IX NOTES

I. The nominal dimensions of the Type III specimens are

shown in Figure 71.

2. Either the cross-sectional area of the failed segment or, ff

the fasteners failed, the lesser of the cross-sectional areas

of the two segments is reported.

3. The fastener shear strengths are presented in Table II.

4. Sample - not tested.

5. Failed in net tension through the fastener holes - no fastener

failu re.

6. Fasteners sheared prior to development of full tensile

potential of the beryllium segment.

7. lqivets ground flush on both sides.

8. Full Tension Stress:

P

(_t = Wt

P = Test Load; pounds

W = Specimen width; inches

t = Local beryllium thickness; inch

9. Net Tension Stress:

P

_nt = Wnt i

P = Test Load; pounds

W n = Specimen width less diameter of 3 holes on common

centerline; inches
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10.

TABLE IX NOTES (Cont.)

t I = Beryllium thickness at Fastener Area; inch

Average Bearing S_ress:

P

_br = Dt 1

P = Test Load; pounds

tI = Beryllium thickness at Fastener Area; inch

(a) Types 2037< and 203B only:

D = Total average diameter of (5) fasteners; inch.

(b) Types 203C and 203D only:

D = Total diameter of (5) fastener holes; inch.

(c) Type 203D only:

Projected hole diameter utilized in computation of

bearing area (60 ° countersink ignored).
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configuration. Although the thickness of the material in the

joint area itsell was 0.090 inch rather than 0.120 inch, the

average ultimate load was reduced only approximately 16 per-

cent, and the net tensile and bearing stresses were significantly

increased.

It may be concluded, therefore, that the thickness of

the basic area of a structural panel loaded in tension may be

substantially reduced, and that other paran, eters such as the

buckling require_nents and fabrication capabilities tend to estab-

lish the minimum allowable thickness. In all cases, a substan-

tial reduction in weight will be realized.

b. Type 11119 - Jo-bolts. The assembly of the

Type II119 specimens, utilizing the procedures discussed in the

section on Type IB - Jo-bolts, was accomplished without in-

cident. The con_pleted Type IIIB specimens, ready for testing,

are illustrated in Figure 75.

The testing of all of the Type IIIr3 specimens was

accomplished in the "1-4iehle I' hydraulic tensile testing _nachine

at a constant loading rate of 2500 pounds per minute. The

typical bending of the material, the "tilting" of the fasteners, and

the separation of the seglnents are ch_arly visible in Figure 76.

Although the loads were slightly less, the failure mode

of the Type III_ specimens was quite similar to that exhibited

by the Type IIIA (Huckbolt) specimens. The combined effect

of the high bearing stress at the fasteners and the bending stress

in the material resulted in the failure of the joints in net tension

in the beryllium material, with crack propagation extending, with

one exception; into the reduced thickness areas. As may be

noted in Figure 77, there was no indication of fastener failure.

A comparison of the results of the tensile tests of these

Type III19 specimens and of the Type IIB - Double lqow Fast-

ener specimens, again verifies the advantages of the "stepped"

joint configuration. The slight decrease in ultimate load is more

than offset by the increases in net tensile and bearing stresses,

and the permissible reduction in panel thickness results in sub-

stantial savings in weight.
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Fastener: NAS 1671-3 Jo-bolt
_ Material: •090"/. 075"/. 060" Beryllium

_Pieture taken at 9000 ibs. load

_Failure occurred at 10,175 load

_!m_ _Load-lllB Series: Ib,.

120

FIGURE 76. TYPE IIIB SPECIMEN - TENSILE TEST
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c. Type IIIC - Cherry Blind lqivets. The

assembly of the Type IIIC specimens, utilizing the procedures

discussed in the section on Type I C - Cherry Blind lqivets was

accomplished without incident. The completed Type IIIC speci-

mens, ready for testing, are i11ustrated in Figure 78.

During the initial testing of the first two specimens in

the "Instron" tensile testing machine, the beryllium failed in

bearing at one of the loading pin holes at loads of 4530 and 5500

pounds respectively. The retesting of these specimens, and the

testing of the balance of the Type IIIC specimens, were per-

formed on the "lqiehle" tensile testing machine. The vise grips,

which spanned the full width of the specimens and thus assured

even distribution of the load, were used for these tests. Figure

79 illustrates the testing of one of the specimens in the "lqiehle"

tensile testing machine at a constant loading rate of 2500 pounds

per minute. The typical bending of the n_aterial, "tilting" of the

fasteners, and separation of the test segments are clearly evident.

This picture, taken almost at the instant of ulti_nate failure, is of

particular interest as the shearing of the fasteners appears to

have started.

The failure mode of the Type IIIC specimens was

entirely different from that exhibited by the Type IC and IIC

specimens. As illustrated in Figure 80, the failure of the

specimens was due to the shearing of the rivets. It should be

specifically noted that all of the rivets failed in shear at the

joint interface; the rivet shanks remained in the holes in the

material rather than pulling out as occurred during the testing

of the 0 .060-inch thick Type I C and I I C specimens. This is

believed due to the greater cross-sectional area, due to the 0.090-

inch thickness, of the beryllium segments which resulted in

reduced bending of the material in the fastener area and reduced

net bearing stress at the fastener holes.

d. Type IIID - Countersunk Beryllium lqivets.

The objective of this investigation was the determination of the

feasibility of joining beryllium structures with double-flush counter-

sunk beryllium rivets. The rivets, illustrated in Figure 18,

incorporated a 60-degree taper and extended head to provide

sufficient material to fill the countersink during the final forging

operation. Prior to insertion into the segment holes, the rivets

were cut to the required pre-determined length. Figure 81
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Fastener: MS 20600-M5 Cherry Blind Rivet

Material: .090"/.075"/.060" Beryllium
Picture taken at 6000 ibs. load

Failure occurred at 6025 ibs. load

Maximum Load-lllC Series: 6,070 ibs.

124 FIGURE 79. TYPE IIIC SPECIMEN - TENSILE TEST
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illustrates the rivets prior to forging, and the final "upset" con-

figuration of both "ends" of the rivets. A close-up view of the

power leads, the heated anvils, and the actual forging operation

in the "Instron" test machine is illustrated in Figure 82. The

degree of "upset" of the center rivet, and the complete filling

of the countersink may be noted.

Following the "forging" of the rivets, a surface grinder

was used to grind the rivet heads on three of the specimens, as

nearly flush with the surfaces as the slight "bowing" of the material

permitted. In order to obtain comparative data, the rivet heads

on the remaining two specimens (203D-3 and 203D-4) were not

ground. The three "ground" completed specimens ready for

testing are illustrated in Figure 83. Visual examination of a

close-up of one of the specimens, illustrated in Figure 84, clearly

reveals the complete filling of the countersunk holes. The shadow

cast by the incompletely flush ground heads should not be mistaken

for incomplete filling of the countersunk holes.

Figure 85 illustrates both macro and micro sections of

one of the forged countersunk rivets prior to the flush grinding

operation. The complete filling of the countersunk areas, the

intimate contact of the segments, and the desirable orientation and

uniformity of the grain structure in the rivet should be noted.

Figure 86 illustrates the testing of one of the specimens

in the "Instron" tensile testing machine at an average loading

rate of 3150 pounds per minute. Due to the decreased loads

reached during the testing of these specimens, very little bending

of the material or separation of the segments occurred.

As illustrated in Figure 87, the rivets in three of

the specimens, including both of the "flush ground" specimens,

failed in shear at the joint interface; the fourth failed in net

tension in the material through one of the rivet holes.

The rivets, which had been double flush ground failed

at significantly lower loads than those which had not been ground.

The reason for this difference is unknown; it is possible the

"as forged" rivet heads permitted slight additional rotation of the

joint itself prior to failure. The investigation required to resolve

this question is not believed to be within the scope of this pro-

gram.
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FICUP_ 82. TYPE I]ID SPECIHEN - BERYLLIUH I,'.i';KTINSTALLATION.

NOTE FUI,L DEFOPd'[ATION OF CENTt<i{ _r.._r[ ' IHTO THE
6<:,° ()OUETERSUNK HOLE.
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FIGURE 84. TYPE !lID SPECIMEN - COUNTERSUNK BERYLLIUM RIVETSc

CLOSE-UP OF FLUSH GROUND RIVETS,
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Double Countersunk Beryllium Riveted Joint - IOX

Note completely filled countersunk areas.

Top of Double Countersunk Beryllium Rivet - IOOX

Note intimate contact and uniform grain orientation.

TOP OF DOUBLE COUNTERSUNK BERYLLIUM RIVET - lOOX

NOTE INTIMATE CONTACT AND UNIFORM GRAIN ORIENTATION.

FICURE_ 85. TYPE !lID SPECIMEN - DOUBLE COUNTERSUNK BERYLLIUM RIVET
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Fastener: Double Flush Beryllium Rivet

Material: .090"/.075"/.060" Beryllium

Picture taken at 3850 ibs. load

Failure occurred at 4075 ibs. load

Maximum Load - IIID Series: 14720 ibs.

132

FIGURE, 86. TYPE IIID SPECIMEN - TENSILE TEST
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Visual inspection of the load-deflection curves, auto-

graphically recorded during the testing of the specimens, clearly

revealed a momentary load release, lust prior to ultimate, during

the testing of three of the specimens. It is believed that slight

initial shearing of the rivets may have occurred at this point. A

representative load-deflection curve, illustrated in Figure 88,

clearly shows this load release point. Another load-deflection

curve, recorded during the testing of one of the non-flush-ground

riveted specimens, and illustrated in Figure 89, shows only a

very slight break in the curve with no apparent load release.

This specimen, 202D-4, was the strongest of the four counter-

sunk riveted specimens tested.

6. ry_e IV Lap Joints - lqeduced Sections with

Eccentric Joint. The objective of this investigation was the

evaluation of the effect of extreme eccentricity in the joint area,

combined with the reduction in stress gradient afforded by the

same segment configuration utilized during the Type III evalua-

tion. The utilization of the same segment configuration, reversed

during assembly, provided directly comparable data, and permitted

the evaluation of the effects of the eccentric assembly of the speci-

mens .

Table X presents the chemical analysis and mechanical

properties of the mater{al procured from The Brush Beryllium

Company for the fabrication, testing, and evaluation of the Type

IV mechanically fastened joints. The configuration and nominal

dimensions of the "204" Type IV _oints are illustrated in Figure

90. A summary of the test loads, stresses, and modes of

failure is presented in Table XI.

The formation of the reduced thickness sections (steps),

the subsequent preparation of the specimens, and the installation

of the several types of fasteners were accomplished with the same

procedures utilized for the assembly of the respective Type III

specimens.

a. Type I VA - Huckbolts. The assembly of the

Type IVA specimens, utilizing the procedure that was discussed

in the section on Type IA - Huckbolts, was accomplished with-

out incident. The completed Type IVA specimens, ready for

testing , are illustrated in Figure 91.
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T/_3 0. 760 Dia (2 places ) Aluminum only 7

0.760 Dia (2 places) Beryllium only

_[ i3--__ O.765 I 1 _ TI f'--T2!il=i I t I i

iO_ 50 Ref

__ 6.00 Typ .LO.50

0.50 T._yp
2.25 _ _ Typ

--->-1.125 _ _ 0.50

, i ' A __ AI I I

' :A _i_ _k
' 'I' _i ' _ j _ .125
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I
I , I I

I ,I l

V///%-

O.010

/ Chamfero. 015
/

_ff.,J
x 45 ° (i0 places)

%
2

Section A-A Conf. A, B, and C

60 ° _0 060 Typ (i0 places)

%\\\\V4-_.._._ ,
g/////71-_////YA

i
Section A-A Conf. D only

Conf.

A

B

C

D

Fastener Type Hole Dia.

Huckbolt (NAS 2006-V4) 0.189-0.193

Jo-bolt (NAS 1671-3) 0.19910.202

Cherry Rivet (MS 20600-M5)

Beryllium Rivet

0.158-0.16&

0.160-0.164

NOTE: ALL DIMENSIONS ARE IN INCHES.
FIGURE 90.

Mat 'i. Ga6e

T1 T2

o.o90 o.o75

o.o90 O.O75

0.090 0.075

.0.090 0.075

T3

O. 060

O. 060

O. 060

o.06o

TYPE IV JOINT CONFIGURATION - NOMINAL DIMENSIONS
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TABLE XI NOTES

i. The nominal dimensions of the Type IV specimens are

shown in Figure 90.

2. Either the cross-sectional area of the failed segment, or if

the fasteners failed, the lesser of the cross-sectional areas

of the two segments is reported.

3. The fastener shear strengths are presented in Table II.

4. Sample - not tested.

5. Failed in net tension through the fastener holes - no fastener

failu re.

6. Fasteners sheared prior to development to full tensile potential

of the beryllium segment.

7. Rivets ground flush on both sides.

8. Full Tension Stress:

1o

(J'ft = Wt

P = Test Load; pounds

W = Specimen width; inches

t = Local beryllium thickness; inch

9. Net Tension Stress:

io

_nt = _Vnt 1

P = Test Load; pounds

W n = Specimen width less diameter of three holes on

common centerline; inches
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TABLE XI NOTES (Cont'd)

tI = Beryllium thickness at fastener area; inch

I0. Average Bearing Stress:

P

(_ffbr = Dt 1

= Test Load; poundsP

t 1 = Beryllium thickness at fastener area; inch

(a) Types 204A and 204B only:

D = Total average diameter of (5) fasteners; inch.

(b) Types 204C and 204D only:

D = Total diameter of (5) fastener holes; inch.

(c) Type 204D only:

Projected hole diameter utilized in computation of

bearing area (60 ° countersink ignored).
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The testing of the Type IVA specimens was accomplished

in the "lqiehle _' hydraulic tensile testing machine at a constant load-

ing rate of 3000 pounds per minute. The typical bending of the

material, "tilting _1 of the fasteners, and separation of the segments

in the joint area are clearly visible in Figure 92.

The failure mode of the Type IVA specimens, illustrated

in Figure 93, was very similar to that exhibited by the Type IIIA

specimens. Again, with one exception (204A-3} , all of the speci-

mens failed in net tension in the beryllium through one of more of

the holes in a fastener line; the crack propagation extended through

the 0.075-inch "step" into the basic 0.060-inch area in three of

the four specimens tested. There was no indication of fastener

fail u re.

The comparison of the results of the tensile tests of the

Type IIIA and Type IVA specimens verified the deleterious

effect of the eccentricity of the joint area. The higher bending

stress resulted in the earlier failure of the specimens; the average

reduction in joint strength was I .5 percent.

b. Type IVB - Jo-bolts. The assembly of the

Type IVB specimens utilizing the procedures discussed in the

section on Type I B - Jo-bolts, was accomplished without incident.

The completed Type IVB specimens, ready for testing, are

illustrated in Figure 94.

D_ring the initial testing of specimen 20413-4 in the

"Instron" tensile testing machine, the beryllium failed in bearing

at one of the loading pin holes at a load of 6120 pounds. The

retesting of this specimen and the testing of the balance of the

Type IVB series were performed in the "lqiehle _' tensile testing

machine at a constant loading rate of 2500 pounds per minute.

Due to the high load at which the picture was taken, the typical

bending of the material, the "tilting" of the fasteners, and the

separation of the segments in the joint area are clearly illustrated

in Figure 95.

The typical failure mode of the Type IV13 specimens,

illustrated in Figure 96, was similar to that exhibited by the

Type III13 specimens. The combined effect of the high bearing

stress at the fasteners and the bending stress in the material
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20 _A-'_

Fastener: NAS 2006V4 Huckbolt

Material: .090"/.075"/.060" Beryllium

Picture taken at 8000 los.

Failure occurred at 9725 ibs.

Maximum Load - IVA Series: 10,480 Ibs.

FIGURE 92. TYPE IVA SPECIMEN - TENSILE TEST
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Fastener: NAS 1671-3 Jo-bolt

Material: .090"/. 0?5"/. 060" Beryllium

Picture taken at 9,025 ibs.
Failure occurred at 10,825 ibs.

Maximum Load - IVB Series: 10,825 ibs.

FIGURE 95. TYPE IVB SPECIMEN - TENSILE TEST 147
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resulted in the failure of the joints in net tension in the beryllium

material, with crack propagation extending, with one exception

(204]3-4), through the 0.07S-inch "step" into the basic 0.060-

inch material.

Contrary to the results anticipated from the previous

comparison of the results of the tests of the Type III_ and IVA

specimens, there appears to be little difference in the strengths

of the two types of specimens in spite of the greater eccentricity

of the joint in the Type IV]3 specimens.

c. Type IVC - Cherry ]Blind Rivets. With the

exception of one specimen (204C-2) in which the failure of the

rivets to "pull-up" tightly resulted in a small gap between the

joint faying surfaces, the assembly of the Type IVC specimens

was accomplished without incident. The completed Type IVC

specimens, ready for testing, are illustrated in Figure 97.

Figure 98 illustrates the testing of a typical Type IVC

specimen in the "Instron" tensile testing machine at a constant

cross-head travel rate of 0.05 inch per minute and an average

loading rate of 3300 pounds per minute. The typical bending of

the material, "tilting" of the fasteners and the separation of the

segments in the joint area are clearly visible in the illustration.

The failure mode of the Type IVC specimens was very

similar to that exhibited by the Type IIIC specimens. As

illustrated in Figures 99 and 100, the failure of the specimens

was due to the failure of the rivets. With the exception of the

rivets in specimen 204C-2, all of the rivets failed in shear at

the joint interface. In all cases, some deformation of the rivet

holes is visible. The occurrence of some rivet slippage and

yield in the joint just prior to failure, is revealed by the auto-

graphically recorded load-deflection curve for specimen 204C-2,

illustrated in Figure 101. The reversal of the load _ust prior

to the failure of the joint, but after the maximum load had been

reached, indicated this slippage.

The comparison of the results of the tensile tests of

the Type IIC and Type IVC specimens indicated little difference

in the strengths of the two joint configurations. This consistency

of results may be anticipated, as the limiting factor in both

cases is the shear strength of the rivets, not the ultimate strength
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Fastener: MS 20600-M5 Cherry Blind Rivet

Material: .090"/. 075"/. 060" Beryllium

Picture taken at 5800 lbs.

Failure occurred at 6000 lbs.

Maximum Load - IVC Series: 6280 lbs.

FIGURE 98. TYPE IVC SPECIMEN - TENSILE TEST
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of the beryllium material. The comparison of the results of the

tensile tests of these Type IVC specimens and of the Type IIC

specimens (Reference Table VII), again substantiates the ad-

vantage of the "stepped" joint configuration.

d. Type IVD - Beryllium Rivets. The objectives

of this investigation was the evaluation of the feasibility of joining

eccentric beryllium structures with double-flush countersunk rivets.

The assembly of the Type IVD specimens utilizing the "hot

forging" procedure discussed in the section on the Type IIID

Specimens, was accomplished without incident. Following the

"forging" of the rivets, a surface grinder was used to grind the

rivet heads, on two of the specimens, as nearly flush with the

surface as the slight "bowing" of the material permitted. The

rivet heads on the remaining three specimens were not ground

or otherwise altered subsequent to the forging operation. The

completed Type IVD "as forged" and "ground" specimens ready

for testing, are illustrated in Figures 102 and 103, respectively.

Visual examination of a close-up of the two "ground" specimens,

illustrated in Figure 104, clearly reveals the complete filling of

the countersunk holes. The shadow cast by the incompletely

flush ground heads should not be mistaken for incomplete filling
of the countersunk holes.

Figure 105 illustrates the testing of one of the speci-

mens in the "Instron" tensile testing machine at an average

loading rate of 3300 pounds per minute. Due to the decreased

loads reached during the testing of these specimens, very little

bending of the material or separation of the joint surfaces occurred.

_Iks illustrated in Figure 106, the rivets in all of the

specimens failed in shear at the joint interface. In addition,

the secondary failure in the beryllium material that occurred

during the testing of specimen 204D-5 was believed due to

slightly uneven distribution of the load and progressive rather
than simultaneous failure of the rivets.

Contrary to the results anticipated from the results

obtained during the testing of the Type IIID specimens, there

was little difference in the strengths of the two Type IVD joint

configurations, i.e., the "flush ground" and the "as forged"

specimens appear to be equally strong. Furthermore, in spite

of the greater eccentricity of the Type IVD joints, these results
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FIGURE 103. TYPE IVD SPECIMENS - COUNTERSUNK BERYLLIUM RIVETS,,

RIVETS GROUND FLUSH ON BOTH SIDES,
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Fastener: "As Forged" Double Countersunk Beryllium Rivet

Materi al: .090"/. 075"/. 060" Beryllium

Picture taken at 3250 lbs.

Failure occurred at 4140 lbs.

Maximum Load - IVD Series: 4250 lbs.

FIGURE 105. T_fPE IVD SPECIMEN - "AS FORGED" BERYLLIUM RIVETS -

TENSILE TEST 159
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also were very comparable with those obtained during the testing

of the Type IIIID specimens. The reason for this consistency

of results is unknown.

Visual inspection of a representative, autographically

recorded load-deflection curve for an "as forged" specimen,

204D-3, illustrated in Figure 107, clearly reveals the lack

of any indication of yield; the trace is nearly linear.

7. Mechanical Fasteners - Conclusions. The results

of this evaluation indicate that all of the investigated mechanical

fastening methods are feasible, that high efficiency mechanical

joints can be fabricated on a routine production basis, and that

large beryllium structures can be successfully assembled. The

results of these investigations indicate the following conclusions:

I. Beryllium structures can be successfully assembled

with high-strength fasteners, such as Huckbolts and Jo-bolts, which

subject the material to an appreciable shock load during installation.

2. The configuration of the holes in which conven-

tional fasteners, such as bolts and screws, will be installed must

incoporate suitable edge clearance for the head-shank radius of

the fastener to avoid a high local stress concentration. During

this program, a micrometer stop 45 degree countersink was

used to chamfer these holes.

3. The results of the limited investigation clearly

indicated the lack of any advantage accruing from the incorporation

of adhesive bonding in a mechanically fastened joint. Further

development may result in improved _oint characteristics.

4. The efficiency of joints assembled with either

beryllium or "Lockalloy" rivets is comparable to that exhibited

by joints assembled with other high-strength rivets.

5. Prior to the assembly of the joints, all holes

must be etched to remove any micro-cracks, delaminations, or

other surface defects.

6. A minimum radial clearance must be provided

between the fastener and the hole wall.
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7. lln interference fit between the fastener and

the hole cannot be tolerated.

8. Eccentricity in the joint area has an extremely

deleterious effect on joint efficiency, and should be avoided or

minimized .

9. The staggered double row fastener configuration

is approximately 50 percent more efficient than the single row

configuration.

I0. In order to avoid possible fractures due to hoop

stresses, expanding types of rivets should not be used to join

beryllium components less than O.060-inch thick.

11. The designer must consider and balance the

fastener shear strength, the beryllium bearing strength, and the

beryllium net tensile strength in his designs to attain the maximum

joint efficiency.

12. Suitable forging temperatures for the installation

of beryllium and _'Lockalloy" rivets appear to be 1350°I ;' and

1000°[1 ? respectively.

IB. ADI-I E S I VI£ BONDING

I. Introduction. The use of adhesive bonding as

a means for joining beryllium components permits the exploitation

of the excellent properties exhibited by the material, and simul-

taneously minimizes the inherent problems of the high notch

sensitivity and low ductility. In addition, stress concentrations

due to joint discontinuities, drilled holes, etc., are eliminated;

this results in definite advantages for both "Design" and "Pro-

duction." Furthermore, adhesive bonding may be the only

practical joining method for the assembly of many types of

structures, such as honeycomb panels, which incorporate very

thin materials.

The several adhesives, selected for this study and

used in asselnbling the test specimens, included both low and

high temperature cure types. Table XII presents the cure

cycles and shear strengths of the selected adhesives.
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Due to the inherent eccentric loading, the single lap shear
specimen was not considered to be suitable for this investigation.

The bending moment produced in the metal not only tends to cause

joint failure due to peeling action, but also precludes the develop-

ment of the full tensile strength of the beryllium segments and the

accurate determination of the bond efficiency. Therefore, the

double lap shear type of joint was selected for this investigation.

The cleaning materials and techniques used during the

preparation of the surface for bonding must be compatible with

bonding agent to be used. If incompatible, minute traces of the

cleaning agent in the surface of the material may vaporize or out-

gas during high temperature curing cycles and inhibit the proper

curing of the bonding material. Although every precaution is

taken to insure the removal of all residue, the possibility of micro-

scopic entrapment in the pores of the beryllium must be considered.

Therefore_ the utilization of a "neutral" or "bond compatible" clean-

in K process is required. A procedure found to be suitable for

the cleaning of beryllium in preparation for bonding is included.

In order to obtain representative comparative data, a

set of five test specimens was fabricated for each of the four

material gages and six adhesives. A 60,000-pound capacity

"lqiehle" tensile testing machine was used for testing the joints at

a constant loading rate of 600 pounds per minute in accordance

with the requirements of Federal Specification i_o. 175; k4ethod

1033.

Table XIII presents the chemical analyses and mechanical

properties of the material procured from The Brush Beryllium

Company and The Beryllium Corporation for the fabrication, test-

ing, and evaluation of the adhesive bonded joints. The configura-

tion and nominal dimensions of the "205 I' adhesive bonded joints

are illustrated in Figure 108. A summary of the modes of failure

is presented in Table XIV, and a summary of the test results

and bond strengths is presented in Figure 109.

2. Specimen Preparation. Current standard production

procedures were utilized for the production of the test specimen

components. All of the segments were identified during the initial

layout on full-size vellum sheets and this identification was maintained

throughout the program. The layout, including the identifying numbers,
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Figure 108. Adhesive Bonded Joint Configuration - Nominal Dimensions
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FIGURE 109 NOTES

Adhesive material failures - no beryllium

failu r e.

[_ Beryllium failure - no adhesive failure.

Coincidental failure - adhesive and beryl-
lium.

FAILUI_E MODES:

1. Excessively low - not considered to be within normal range.

2. Cohesive shear in all test specimens.

3. Net _ension in Be segment (2) - Ave: 66,670 psi bearing

at loading pin hole (2) - Ave: 127,300 psi fracture during

assem. (1)

4. Cohesive shear (3)

net tension in Be segment (2) - Ave: 54,350 psi

5. Cohesive shear (3)

l_et tension in Be segment ( i ) at 55 ,800 psi

bearing at loading pin (1) - 132,700 psi

6. Cohesive shear (4)

bearing at loading pin (1) - 88,400 psi

7. Ne[ tension in Be segment (5) - Ave: 70,360 psi

8. Net tension in Be segment (3) - Ave: 60,890 psi

bearing at loading pin hole (2) - Ave: 127,650 psi

9 . Cohesive shear (4)

bearing at loading pin (1) at 118,350 psi

Net tension in ]Be segment (2) - Ave: 52,380 psi

bearing at loading pin (3) - Ave: 217,600 psi

I0.
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FIGURE 109 NOTES (Cont'd)

Ii.

12.

13.

16.

17.

Net tension in Be segment (i) at 43,870 psi
adhesive shear (4)

Cohesive shear (1)
net tension in Be segment ( 2) - Ave : 67,240 psi
bearing at loading pin (2) - Ave: 147,750 psi

Cohesive shear (2)
net tension in Be segment (1) at 45,480 psi
bearing at loading pin - (2) - Ave: 152,500 psi

Bearing at loading pin (5) - Ave: 108,700 psi

Bearing at loading pin (3) - Ave: 88,035 psi
net tension in Be segment (1) at 24,500
during assembly (1)

Cohesive shear with coincident failure of Be segments in
net tension/bearing (5) .

Cohesive shear (3)
Fracture during assembly (2}

Bearing at loading pin hole (5) _ Ave: 146,780 psi

Cohesive shear (2)
net tension in Be segment (2) - Ave : 60, 685 psi

bearing at loading pin hole (1) at 86,450 psi

Bearing at loading pin hole (5) - Ave: 116,500 psi

Cohesive shear (3)

bearing at loading pin hole (2) - Ave: 117,550 psi
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was .transferred to the sheet material, and the parts were cut to

sizc_ on the precision abrasive cut-off saw. Tile 0.250-inch di-

amc'ter loading pin holes then were "tornetically" drilled in a drill

fixture which assured the proper alignment of the holes and the

subsequent control of the load path during the testing operations.

After the mechanical operations were completed, all of the beryl-

lium parts were etched in a solution consisting of 3 percent }IF

(hydrofluoric acid) and 45 percent HNO 3 (nitric acid) to re-

mow.' at least 0.002 inch of material from all surfaces. This

etching is mandatory; all surface imperfections such as irregular-

fries, _rdcro-(;racks, etc., _nust he ren_oved to avoid con_pro_nis-

ing the integrity of the parts.

Several sets of O.020-inch thick segments, ready for

surface cleaning and bondi'ng, are illustrated in Figure 110.

t)rior to the assembly of tile specii, lens, all of the critical di_nen-

sions were measured and recorded for later use in the calcula-

tiol, of the stresses. Ti_e specimens then were cleaned, in

preparation for bonding, in accordance with the following procedure,

detailed as follows:

1 .

2.

3 .

4 °

Vapor degrease in trichloroethylene vapor.

Ixrnnerse the parts for three ndnutes in a

7.5 percent (by weight) solution of _'Pre-

bond 700" (IJloomingdale L)epartment,

American Cyanamid Compo.ny, Havre de

Grace, Maryland) and water at a controlled

telnperature of 200 + 5°F for i0 rninutes.

l_(..rnove the part from the cleaning solution

.tank and wash in de-ionized water.

Dry the part in a forced-air drying oven,

equipped with air filters, at a controlled

ten_perature of 290 +_ 5°F for 30 i 5

minutes .

NOTIg: Hot forced dry air, outside

an oven, may be used if no oven is

available, providing suitable precautions

are observed to avoid recontamination

17 .%
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of the part. The cleaned parts shall

be handled only with clean dry gloves.

Following _he completion of the cleaning operations, sets

of specimens were assembled in a special assembly fixture con-

sisting of a base and three sets of interchangeable shims. The

selection of the desired thickness of shims permitted the assembly

of all of the specimens with a minimum of fooling. The base and

one of the shims are illustrated in Figure 111. It should be

noted that all five specimens of a given thickness and selected

ad]tesive may be bonded simultaneously. The use of this fixture

also assured the proper alignment of the segments and the exact

control of the joint overlap. The overlap at the bond line was

varied from 0.200 inch to 0.500 inch, depending upon the thick-

ness of the beryllium, to avoid exceeding the 70,000 psi ultimate

strength of the material.

Prior to the assembly of each set of specimens, the

fixture and the appropriate shims were treated lightly with a

suitable bond release agent ("lqelease All, " manufactured by the

l_elease All Corporation, Fort Worth, Texas) to avoid the con-

current bonding of the specimens to the tooling. In addition,

one adhesive_ NA!QMCO 402, required the application of primer

(NAY_MCO 402 Type II Primer) to the bond surface of the

specin_ens prior to the application of the adhesive itself.

The sequential procedure for the assembly of the speci-

mens, illustrated in Figures 112 through 115, is outlined as

follows :

I , Place the proper shim and one seg_nent

of the double bearing end of the speci-

men in place on the base of the fixture

as illustrated in Figure 112. Apply

adhesive to the bond area.

. Place the center segment of the specimen

and the appropriate shim in place on the

fixture as illustrated in Figure 113. The

placement of this segment determines the

overlap of the bond area. Apply adhesive

to the bond area of the second segment.
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3 , Place the second segment of the double

bearing end of the specimen (third seg-

ment) in place on the fixture as illustrated

in Figure 114.

, Place the fixture with the assembled speci-

mens in a vacuum bag, as illustrated in

Figure 115, in preparation for curing in

an autoclave.

With the exception of those assembled with "Imidite 850",

all of the specimens were bonded in an autoclave in a reduced

atmosphere of 2.7 psia. During the heating of the autoclave, the

reduced atmospheric pressure of the autoclave was supplemented

with 25 psig mechanical pressure for a total effective pressure of

37 psi on the joint, for 10 minutes to insure good bond contact.

The specimens then were cured, at autoclave pressure, in

accordance with the vendors t recommendations outlined in Table

XII. Due to the high pressure requirement of 200 psi, the

"Imidite 850" specimens were not vacuum bagged, but were cured

in a press in accordance with the vendors' recommendations.

During the curing operation, the temperature was monitored by

means of four therrnocouples placed adjacent to the bond areas.

Several of the adhesive bonded specimens, ready for

testing, are illustrated in Figure 116.

Due to the short overall length of the test specimens, a

test fixture consisting of secondary steel straps was used to

f_cilitate the installation of the specimens in the test machine. A

spacer of appropriate thickness was inserted between the double

bearing ends of the test specimen in order to reduce the potential

bending moment at the bond line and thus maintain a pure shear

load on the adhesive bond. The assembled fixture and a represen-

tative test specimen are illustrated in Figure 117.

During the initial testing of the specimens, the beryllium

failed in bearing at the loading pin hole in the single segment

end of the test specimen. In order to provide the necessary

bearing at the loading pin hole, and thus avoid additional similar

failures, aluminum reinforcement pads were fabricated and bonded

with "]Epibond 122" to both sides of the single segment ends of

the 0. 020, 0. 030, and 0. 060-inch thick test specimens. The
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reinforcernenl of the O.120-inch test specimens was not required;

in most cases, the 0. 120-inch thickness of the nlaterial provided

sufficient bearing. The original group of "beryllium bearing failure"

specimens also was reinforced in the salne manner in order to

pern_it retesting. Two reinforced 0.060-inch specimens and an

unreinforced 0.120-inch specimen are illustrated in Figure 118.

In addition, the pin type connection was replaced by a

vise grip, which spanned the full width of the specimens and thus

assured even distribution of the load. Figure 119 illustrates the

testing of one of tl_e reinforced specimens in the "lqiehle" hydraulic

tensile testing nl&chine

3. lqesults and Discussion. The three basic modes of

failure observed during the testing of the adhesive bonded speci-

mens were'.

a . Bearing failure in the single beryllium

segment.

b ° ,Net tension failure in _he single beryl-

lium segment.

c. _hear failure of the bond.

Approximately 45 percent of the specimens failed either

in bearing or net tension in the beryllium segments; the shear

strength of the bonded joint exceeded the basic tensile or bearing

strength of the beryllium. It should be no_ed, however, that

the majority of these basic material failures occurred during the

.testing of the thinner gage specintens; the adhesive failed during

the testing of approxin_ately 80 percent of tile 0. 120-inch speci-

mens. Figure 120 illustrates the typical failure mode of the 0.120-

inch specimens bonded with one of the higher strength adhesives,

FIk4-1000. The extreme bearing deforlnation of the single seg-

ment loading pin holes is indicative of the high stresses in the

specimens .

The results of the tests of the specimens not only were

lower than anticipated, but included considerable "data scatter"

within each set as well. Critical examination of the specimens

indicated the variations may have been due either to random

contamination of the surfaces subsequent %o the cleaning operations,

or to slight differences in the material properties in the segments.

This variation in the test results_ for each set of specimens, is
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FIGURE i18. REINFORCED O.060-1NCH TEST SPECIMENS WITH AN UNP_EINFORCED
O.120-INCH TEST SPECIMEN
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illustrated in Figure 109. It may be noted that, with the ex-

ception of ]Epon VI, the average apparent bond strength of each

of tile adhesives tested was significantly less tl_an the published

values. However, it should be emphasized that the vendor data

is based upon, and applicable to, the bonding of aluminu1_ to

alurnlnunl; tile conlpletely different characteristics of beryllium,

particularly its self-passivating nature, preclude the establishment

of any valid direct conlparisons.

It is believed that, in addition to tile self-passivating

characteristic of beryllium, the lower strength levels attained

during this investigation may be attributed to one or more of

the following :

a. Inappropriate speci_nen diinensions, i.e. ,

the cross-sectional area of the beryllium

segments was inadequate in proportion

to the shear strength of the specific

adhesive being tested. The use of

larger seglnents, relative to tile bond

area, will alleviate this problem.

b ° I) ossibh , recontamination of the surfaces

to be bonded subsequent to IlL, cleaning

operation. The exercise of extrenle care

during [,he (.-leaning and handling of the

specin_('ns, and the reduction of the

tinle interval between the cleanillg and

the bonding operations, will avoid the

recontalnination problem.

C . Possibl,:> unanticipated incompatibility of

th(_ cleaning material and the adhc.sive.

Careful analyses of th{._ compositions of

the involved materials n_ay not reveal

an obscure effect. As new adh(_sives

becoznc available, additional test work

may b(" r(,quired to r_'solvc tt_is potential

p robb'_, .

4. Adhesive 13onding - Conclusions and t4ecomrnen-

dations. The limited scope of this investigation, conducted to

establish the feasibility of adhesive bonding as an assembly method
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for beryllium, did not permit the optimization of the processes and
procedures. However, the optimization of the processes, in-
cluding the development of exact controls, will insure the pro-

duction of high strength bonded joints.

In conclusion, additional adhesive bonding development

work is recommended. Although satisfactory beryllium to

beryllium adhesive bonding has been accomplished on a laboratory

scale, further investigation and refinement of the processes are

required. In addition, due to the developmental nature of this

work, the establishment of routine production procedures has

not yet been initiated.

C. 131_AZ INO

I. Introduction. Brazing is one of the more versatile

and desirable methods for joining components of either the same

or dissimilar metals. It is, theoretically, an ideal method for

joining notch sensitive materials, such as beryllium, and the

disadvantages inherent in the discontinuities normally present in

a mechanical joint can be avoided.

However, due to the characteristics of beryllium, parti-

cularly the al_nost immediate formation of an extremely thin, very

tenacious surface layer of beryllium oxide upon the exposure of

the surface to normal atmosphere, the fabrication of successful

brazed joints does present several proble]T1s. Many of the more

commonly utilized brazing alloys are unacceptable for one or more

of the following reasons:

a ° The brazing material alloys with the surface

of the beryllium form an extremely brittle,

and therefore weak and unacceptable, inter-

face .

b ° (Chemical reactions between the beryllium and

elements of the brazing material result in

deleterious effects on the beryllium.

C ° The excessively high temperatures required

for the brazing material result in grain growth

in the beryllium with consequent reductions in
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the mechanical properties, particularly

in wrought products, i.e. , sheets,

forgings, extrusions, etc.

d. Insufficient or no "wetting" action, which

results in weak and low grade joints.

An investigation of these problems, and the development

of acceptable processes, therefore, was included in this program.

Due to the limited nature of this phase of the program comprehensive

analyses and evaluations of the many cleaning agents, brazing filler

metals and fluxes, and the optimization of processes and procedures

could not be accomplished. This effort, therefore, was directed

toward the development of those processes and procedures deemed

most promising. Maximum use was made of the existing information and

data, in order to avoid the duplication of previous investigations.

The scope of this investigation was arbitrarily limited to the

consideration of low and medium temperature range brazing alloys, as

it was believed these alloys were most applicable for the fabrication of

large space vehicle components and assemblies.

Zinc was selected as the filler metal to be utilized during the

investigaion and evaluation of low temperature brazing. An alloy

of silver, copper, zinc, cadinium, conforming to the requirements

of standards AS TM B-260-56T and AWS A5 8-56 and sold under

various trade names, was utilized as the filler metal during the

performance of the medium temperature brazing investigation. Due

to the dissimilar nature of the respective brazing processes, the

performance of the tasks was accomplished independently and the

results are reported separately.

2. Low Temperature Zinc Brazing. This type of brazing

normally is used for the assembly of components whose operational

environment will not exceed 3500I 4". Specific advantages of zinc,

as the filler metal, include good wettin_ characteristics and relative

ease of application.

a. Experimental Procedures. The first phase in the

investigation of zinc brazing as a joining method, prior to the fabrica-

tion of tensile test specimens and the deterlnination of the mechanical

properties of the brazed joints, consisted of the evaluation of the flow

characteristics of zinc on beryllium. The determination of the flow

characteristics, as a function of the contact angle formed between

the beryllium and the zinc at the junction, was accomplished as

follows :
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i • Remove the lubricants, dust, and similar

surface contaminants by wiping with MEK.

. Etch the specimens in a solution consisting

of 3 percent HF (hydrofluoric acid) and

45 percent HN03 (nitric acid), plus water

at a controlled temperature of 90 _+ 5°F

for a period of 1-2 minutes.

• l_inse the parts in clear water (if available,

use de-ionized water) and oven dry at a

temperature of 180°F - 200°F for 30 minutes

to remove all moisture.

• Coat the surface of the beryllium with a pro-

prietary flux (nominal composition: 25 percent

ZnC1, 75 percent NH4C1 , by weight).

5 • Place a piece of zinc on the prepared beryl-

lium and attach a thermocouple to the blank•

6 ° Place the test item in a furnace preheated to

a temperature of 860°F. Allow sufficient

time for the temperature of the test item to

stabilize within the range of 840°F - 860°F;

hold for 4 minutes.

NOTE: The nominal total time in the furnace

is approximately 13 minutes.

7 ° iRemove the assembly from the furnace and

allow it to cool to room temperature.

8 ° lRemove the residual flux by scrubbing the

test unit in de-ionized water with a stainless

steel bristle wire brush.

In order to provide sufficient support for the zinc during

the preparation of the specimen for micrographic analysis, a

copper strike and a 0.004-inch thick nickel plate then were applied

to the test specimen as follows:
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1 ° The test itc, m was transferred into a cyanide

coppc, r .strike solution consistin K of:

1) upont l£1chem 1469 50 gin/life r

.NaF 20 gin/life r

Na("() 3 •t5 grn/lite r

aK <241 I406. 41 t 20 211 gi_i/lite r

This operation was conducted at a telnperature

of 135°F, adjusted with KC)]{ to a pH of I0.5,

with a current density of 5(l-lA(l asf, for one

niinute .

° The h_st item then was transferred immediately

(no int(>rn_cdiate st_p) into tl,{' following nickel

plating solution:

NiG04. 7II20 31)0 gin/liter

iNi£?l 2"6tl20 35 gm/liter

ttsll04 ,1,'3 gnu/life r

*Wi\7 I grn/liter

The solution was maintained at. a temperature

of 120°'F and a pt[ of 3.2, and the plating

operation was continued until approximately

0.004 inch of nick(_l had been deposited.

The specimen then was sectioned, n_ounted, and polished

for micrographic examination to permit th( _ determination of the

contact angle between the zinc and the beryllium. As indicated

by the extremely small contact angle of 2-4 degrees, illustrated

in Figure 121, t}l{_ flow characteristics of zi]_{_ on beryllium are

*Proprietary wetting agent
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very good. The dark spots visible in the layer of zinc are be-

lieved to be 13e0 inclusions.

The dark discontinuities in the beryllium-zinc interface,

i11ustrated in Figure 122, are believed to be entrapped residue

from the etching process. Even the most thorough washing,

subsequent to the etching process, occasionally may fail to remove

a11 traces of the r_sidues. The presence of such contaminants

results in the bridging of the zinc over the inclusion.

The interface of the zinc and beryllium was "critically

examined to ascertain the degree of diffusion of the zinc into

the berylllum that resulted from the time-temperature schedule

used for the application of the zinc onto the beryllium. The

exeellent adhesion, with rio evidence of diffusion or a11oying, is

clearly visible in Figures 123 and 124.

Following the cornpletion of the flow characteristic investi-

gation, five standard 2-inch by 0.500-inch tensile test specimens

were fabricated of nominal 0.060/0.070-inch material. Follow-

ing the completion of the machining opera, Lions, the specimens

were etched to remove all surface imperfections. Both ends

of the specimens were identified, the specimens were cut into

two pieces midway in the test section, and the test section ends

of the segments were cleaned and prepared for brazing as pre-

viously outlined. The specimens then were brazed as described

in the following sequence:

1. Coat the surfaces to be joined wiLh flux.

° Heat the ends of the segnients and add

zinc; continue heating until the zinc flows

over the entire area to be joined.

3 ° Allow the segments to cool t,o rooln tempera-

ture and remove the residual fhlx by scrubbing

with a stainless steel wire brush and de-ionized

w ate r.

4 ° Coat the zinc surfaces to be joined with

flux.
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5 , Place tile specimen segments on a holding

fixture to maintain the desired lap dimensions.

G ° Heat the segments until the zinc flows; press

the ends of the segments together and allow

the assembled specimen to cool to room

tempe ratu re .

CAUTIOI'_: Do not use high pressure, or

insufficient zinc will remain in tile bond area

to produce a good joint.

The edges of the specimens then were lightly ground to

remove the excess zinc filler metal, and the final pertinent joint

dimensions were determined and recorded. ()ne of the completed

specimens, ready for testing, is illustrated in Figure 125. A

60,000-pound capacity "I-?iehle" tensile testing machine, equipped

with vise grips, was used for the testing of the joints.

• As all of this first group of five test specimens failed in

the beryllium rather than. in the brazod joint, four larger speci-

mens were fabricated of nominal 0.090/0.095-inch material in an

effort to determine the strength of the brazed joint. The "I-?iehle"

tensile testing machine again was utilized for the testing of these

speciraens. However, the vise grips were applied to the speci-

mens as close to the joint area as possible (approximately 3/8

inch from the lap area} rather than at the ends. All of this

second group of specimens also failed in the beryllium rather than

in the joint area.

b. Results and Discussion. A summary of the speci-

men dimensions, test loads, and stresses is presented in Table

XV.

It should be emphasized that all of the specimens failed in

tension in the beryllium base material rather than in the brazed

joint. Three of the failures occurred at stresses approaching

the known tensile strength (approximately 35,000-40,000 pounds}

of the material when subjected to the contbined effect of tensile and

bending loads.

Thus, it may be concluded that the overlap area of the

brazed area resulted in a joint strength exceeding the limit of the
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FIGURE 125. ZINC BRAZED LAP SHEAR JOINT - TEST SPECIMEN
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basic cross-sectional area of the beryllium.

The testing of the second group of specimens, with the

vise grips adjacent to the joint area, resulted in lower net tensile

stresses in the beryllium and apparently higher stresses in the

brazed joint. These apparently inconsistent results, particularly

when compared with the results of the tests of the first group of

specimens, were due to the attachment of the vise grips adjacent

to the single lap brazed joints rather than at the ends of the speci-

mens. This "close gripping" limited the bending capability of the

specimen and resulted in premature failure of the beryllium. The

greater cross-sectional area of the beryllium segments (approxi-

mately double) permitted substantially higher total loads, and thus

the shear strength of the brazed joint appeared to be substantially

higher.

Critical metallographic examinations of the joints, subsequent

to the tensile testing, revealed discontinuities in the zinc filler metal.

Microphotographs of the discontinuous areas, visible in the cross-

section of a representative zinc brazed ]oint illustrated in Figure

126, are presented in Figures 127 and 128. An excellent, com-

pletely brazed area is illustrated in Figure 127. The intimate

contact of the zinc and the beryllium, with no voids or discontinu-

ities, is clearly visible. The discontinuous area, illustrated in

Figure 128, consists of voids, minute scattered bits of zinc, and

loose beryllium particles. It is believed the loose beryllium

particles resulted from partial shear failure that occurred during

the tensile tests. The irregular fracture lines around the partially

separated beryllium particles substantiate this hypothesis,

3. Medium Temperature Alloy Brazin G . The results of

previous investigations have indicated the difficulty of brazing bare

beryllium to itself, or to other metals, at medium to high tempera-

tures. The self-passivating nature of beryllium, i.e., the almost

immediate formation of an extremely thin surface layer of beryl-

lium oxide upon the exposure of the surface to normal atmosphere,

is accelerated at elevated temperatures. Thus the accomplishment

of satisfactory high temperature brazing is extremely difficult. A

vacuum of approximately 10 -4 Tort is required to maintain equili-

briu_n between beryllium and its oxides, and even the rare gases

cannot be so highly purified.
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FIGURE 126. ZIIJC BRAZED LAP SHEAR JOINT - APPROXIMATELY" lAX
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The application of flux to the surfaces to be joined is an

alternate solution, but due to the active chemical nature of these

materials, severe pitting can result from improper use. There-

fore, the use of plating, as the subsfrate for subsequent brazing,

appeared to present definite advantages.

a. Plating Investigation - Substrate for Brazing.

The most important facets in the selection of the candidate plating

materials were first, the ease of plating; second, reasonably

high melting points which would avoid the rapid diffusion of the

plating material at brazing temperatures; and finally, the material

must produce reliable joints when brazed with flux, or in an inert

gas atmosphere, using commercially available filler alloys. The

initial choice, based upon the ease of brazing and the relatively

slow diffusion rate of nickel in silver based brazing alloys, was

nickel, plated directly onto the beryllium. Since nickel is quite

active with beryllium, forming intermetallics at ten, peratures as

low as ll00°F - 1200°F, a modification of this process appeared

to be desirable. Therefore, the process was changed to include

an initial silver plate followed by the overplate of nickel. However,

the application of silver directly onto beryllium resulted in poor

adhesion due to blisters. The substitution of copper for the silver

then was proposed; but the results of earlier experiments had

clearly indicated that the plating of copper and nickel directly onto

beryllium resulted in low shear strength adhesion. Therefore,

the plating process was modified to include the plating of a thin

layer of zinc directly onto the beryllium, followed by a copper

strike and finally the nickel plate. This final method resulted

in tile n_axirnum adhesion of the plate to the base material. The

zinc coating is so thin thai it cannot be detected by ordinary methods

alter the plating has been completed.

It was determined, during the investigation, that the success-

ful plating of beryllium was dependent upon the best possible prepara-

tion of the surface. In an effort to provide a more uniform and

economical pre-cleaning method, vapor blasting was tried. The

resulting surfaces appeared to be completely free of the contamina-

tion which had caused severe piLLing during earlier experiments.

Vapor blasting now has been adapted as the standard process for

tile cleaning of surfaces in preparation for direct brazing, and for

all beryllium plating processes. It should be noted that this plat-

ing development work was acco_l_plished subsequent to the work pre-

viously reported in the "_urface Treatn,ent" portion of this final report.
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The procedure found to be the n_ost suitable for the clean-
ing and plating of beryllium in preparation for brazing is outlined
as follows:

i. Wet abrasive blast (80 grit at 80 psi).

2. Iinrnerse in I0 percent sulfuric acid (by
volunie) for 10 seconds arid rinse.

3. Immerse for 3 minutes in:

olution -

Sodium Itydroxide 500 grn

Zinc Oxide i00 gm

"vVater to i000 rnl

4. t2inse

5. Strip zinc with 33 percent nitric acid (by

volume) and rinse.

6. f_e-in_n_'rse in solution of step 3 for 1 minute.

t_inse rapidly and thoroughly.

° Copper strike:

Solution -

_odium (:opper Cyanide

Fre_ _odium Cyanide

$odiuni C_arbonate

Current Density

5 oz/gal

0.5 to ().6 oz/gal

1 oz/gal

25 anips/sq ft

first niinute

12 a_lps/sq ft

10 minute s
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°

9.

I0.

NOTE: Parts to be introduced into bath

connected to cathode and with current on.

lqinse

Dip in 3 percent Phosphoric acid; rinse.

Copper pyrophosphate plate

Temperature :

Time :

Current ]:)ensity :

i i . l_inse

12. Acid Dip, rinse

13. Nickel sulfamate plate:

Solution -

Density

pH

Chloride

120oF + 3oF

30 minutes

20 ASF

29 to 31 ° Be

3.0 to 3.6

low

Temperature:

Time :

Current Density:

Agitation :

Filtration :

130 _+ 3°F

15 minutes

50 AS F

Cathode 12ocker

Continuous

14. Rinse and dry.
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b. IExperimental Procedures. Following the

completion of the plating investigation, 42 tensile test specimens

were fabricated and tested. The beryllium material used during

the brazing process development phase, specimens ] through 37,

was salvaged cross-rolled sheet material, conforming to the

standards for space vehicles. Since much of this material was

refurbished after being partially worked during prior fabrication,

it was not entirely representative of virgin sheets; however, for

the purpose of process development, it was entirely satisfactory.

Later, parts were produced from the lots of material, purchased

specifically for the contract and machined to standard tensile cou-

pons. These coupons were cut into two equal halves for joining

to the stainless steel strips as illustrated in Figure 129.

The braze filler metal consisted of an alloy of silver,

copper, zinc, and cadmium. It is sold under various trade

names and conforms to ASTM IB-260-56T and AWS A5.8-56T,

with analysis requirements for both specifications designated B-_g

la. The filler metal also conforms to Federal Specifications OO-

S-561d grade 4, and to AMS 4770. The alloy exhibits a melting

range of II60°F to I175°F. This alloy was selected because it

has good Has brazed" strength, it melts below the temperature

range which might result in deleterious effects on the beryl-

lium, and it wets easily and flows well on nickel. This is the

most easily used alloy for a wide variety of joint configurations;

a wide latitude in fit-up tolerances is acceptable, and it can be

utilized either with the "flux" or the "inert atmosphere" brazing

process. The filler metal can be preformed and pre-placed in

the joint prior to assembly, or can be placed at the joint edge

and fed into the braze area by gravity and capillary flow. The

latter method was used for this development due to the simple

lap shear joint configuration which permitted capillary flow from

one side. The entrapment of flux or gas is easily avoided when

this very fluid filler metal is used for the assembly of a joint of

this type.

The beryllium segments were prepared for brazing by

vapor blasting and nickel plating in the manners previously out-

lined.

The mating stainless steel segments were cut from 0.08-

inch sheets of Type 304 material in the form of 3/4-inch by 4-

inch strips. After nickel plating, the stainless steel and beryllium
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parts were. stoI'(,_] in individual plastic: bags ul_fii] needed.

Various diffttsion treatments were perforlned on selected

test coupons to deter_ine whether the ad}_r'{_n{:e of the plating

on the beryllium could be improved by love [ei_ p,_i'ature diffusion.

A temperature level of ,100°F was selected for the diffusion treat-

n_ent to avoid extensive for_ulation of the copp_r-berylliurn conk-

pounds prior to brazing, and to remain within the temperature

zone where the solubilities of copper into beryllium and nickel

were appreciable.

The brazing was accomplished by cla_nping a beryllium

and stainless steel speciI_,en in a fixture, illustrated in Figures

130 and 131, which assures the proper aligni_ent, and suitable

lap spacing for the filler alloy. The entire assombly then was

coated with flux;'" and the filler metal wire was pre-placed ad-

jacent to tile joint, q_he fixture and parts were immediately placed

into the furnace and heated to the braze ten_p(,rature of 1220°F,

which was 40°F to 50°F above the _nelting point of the braze

alloy. Thermocouples attached {o the entire assembly indicated

that the fixture and coupons, completely covered with flux, required

tLeating for approximately 20 minutes to achieve the desired braze

temperature. When the parts were run through the furnace at a

rapid rate, more time was required for preheating in order to

obtain a successful braze. This was deters:tined by examining

the test specimen to verify the melting of the filler alloy. An addi-

tional 5 minutes of heating was incurred when n_elting was not

evident.

After tile test parts were properly joined, the fixture was

renloved fron_ the furnace and allowed to cool to approximately

900°F. The parts then were forced-air cooh:,d to about 30(I_'F

in approxi_iately 5 n_inutes, followed in_n_ediabdv by water cooling

to tap water ten_perature. The flux then was r__'moved in running

water and the brazed coupon was relnoved fron, the fixture.

Following tile completion of the brazing developn_ent, additional

specimens (38 through 42) , of new _naterial, were prepared and

l)raz_'d, f standard tensile testing _1_achine was used for testing

all of t]l{, berylliu_n stainless steel sp<_ci_i_ens. J\fter the tensile

testillg was con_pleted, metallograp]lic spe<.'i_,ens were prepared

*l<asy Flux was used with ]easy Flow alloy tt_o_ hour this program,,.
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to permit the examination and evaluation of the quality of the plat-

ing and of the brazed joint.

c. Results and Discussion. A summary of the

brazing development tests including the diffusion treatments, the

failure modes, and the stresses is presented in Table VXI.

Examination of this test data indicates the definite progress that

had been made during this development program. The strength

of the brazed joints increased from low, inconsistent values of

approximately 3000-8000 psi to reasonably consistent values of

approximately 20,000 psi. In addition, it should be noted that

these final specimens (39 through 42) broke in the parent material,

thus a true indication of the actual joint strength itself could not

be obtained,

Critical metallographic examination of these joints, sub-

sequent to the tensile testing, revealed the uniformly good adhesion

between the beryllium and the plating. This uniformity is clearly

visible in Figure 132. The particles at the beryllium to copper

interface are the slight inclusions typically found throughout the

beryllium. It should be noted that the I<irdendall effect will move

all inclusions, within a band representing the entire volume of

beryllium reacting with the copper, to new locations at the sur-

face of the compounds. This indicates that the precleaning process

is satisfactory and that no further gains in the adhesion of the

plating can be expected.

4. Brazing - Conclusions and l_ecommendations. The

results of this investigation clearly demonstrate the feasibility of

brazing as a method for joining beryllium. _imultaneously, the

difliculties associated with the attainment of consistently reliable

results also are obvious.

The careful observance of all cleaning and surface prep-

aration precautions will result in _he production of uniform zinc

brazed joints of reasonable strength suitable for low temperature

applic ation s.

Consistent, reliable procedures for platin G beryllium, as

the substrate for brazing, have been developed which will make

possible the assembly of high-strength brazed joints.

211



TABLE XVI

Brazed Specimens - Lap Shear Brazes on Nickel Plated Beryllium - Test Summary

SPECIMEN

NO. (1)

i

2

3

4

5

6

7

8

9

i0

Ii

12

13

15

16

17

18

19

2O

21

22

23

24

25

26

27

DIFFUSION

TREATMENT

TIME TEMPERATURE

HRS. °F

none

t_

tl

II

11

v_

T_

14 5oo

2.5 75O

15 4oo

17 4oo

2o 4oo

17 440

15 4oo

none

TT

IT

V_

11

62 400

63 400

i. 5 400

1 4oo

MODE OF

FAILURE

Plate peel

IT 11

t_ vv

H Tv

ii H

IT Tr

H ii

T_ H

H tt

It _T

VT Iv

ii tl

Plate peel,blistere_

Broke parent metal

H _T IT

Broke at Cu Plate

Plate Peel

Broke Parent Metal

Plate Peel

Blistered Parent
Metal

OVERLAP

INCHES

o.175

o.216

o.175

o.175

o.175

o.175

o.175

o.175

0.175

o.175

0.084

o.275

o.o78

O.18

o.18

o.18

0.18

o.18

0.18

o.18

o.18

o.o9o

0.056

O.100

O.iOO

0.093

O.100

MAXIMUM

STRESS

PSI

Nil

5,560

2,600

1,320

3,170

3,150

4,000

6,500

8,200

8,580

15,900

7,400

i0,300

iO, O00

2,000

7,000

i,O00

69o

Nil

Nil

12,900

20,700

7,000

7,600

18,400

9,300

ii, 700
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TABLE XVI (Cont.)

Brazed Specimens - Lap Shear Brazes on Nickel Plated Beryllium - Test Summary

SPECIMEN

No.<I)
28

29

3o

31

32

33

34

35

36

37

38 (2)

39 (2)

40 (2)

41 (2)

(2)

' ' DIF_WJSIbN

TREATMENT

TIME TEMPERATURE

HRS. °F
, , , , ,

i 4OO

i 400

i 4OO

none

T!

1 4OO

1 4OO

1 4OO

1 4OO

1 4OO

none

1 400

1 400

1 4oo

1 4oo

MODE OF

FAI_

OVERLAP

INCHES

Badly Blistered

Broke Parent Metal

Badly Blistered
Plate Peel

Badly Blistered
Plate Peel

Blistered - Broke

in Parent Metal

Parent Metal

TI 11

Plate Peel

Parent Metal

TI TI

Be Delaminated

Parent Metal

11 If

0.i00

0.09o

o.o8o

o.60

O.i00

O.i00

O.o75

o.o7o

0.062

0.050

o. 060

0.060

o.060

o.o6o

o.o6o

MAXIMUM

STRESS

PSI

11,800

20,700

ii, 300

Nil

16,000

20,200

2_,800

17,400

25,500

27,000

6,800

33,000

25,200

14,000

30,800

(i) ALL SPECIMENS BRAZED WITH EASY FLO SILVER SOLDER AT 1220 F, WITH A
TOTAL TIME IN THE FURNACE OF 20 MINUTES.

(2) BERYLLIUM I/8-1NCH SHEET IN THESE TESTS, WAS NEW MATERIAL MACH_fED TO

HALF TENSILE SPECIMENS, AND BRAZED TO 3/A-INCH + 0.062-1NCH STAINLESS

SHEET TYPE 30_.
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It should be emphasized that, although these processes

did result in the production of joints of reasonable strength, their

total reliability has not been established and that the procedures

have not progressed beyond the laboratory stage. Therefore,

although the feasibility has been established, further work is

recommended.

Future work should be directed, first, toward the reduc-

tion of the thickness of the copper plate and, by adjusting braze

time and temperature, hopefully reduce compound layer thickness

to a minimum. Following the successful completion of this

approach, other methods which may eliminate the copper, or

substitute other metals that do not form brittle intermetallics at

the brazing temperature, should be investigated. The principal

objective of this investigation has been met; i.e., to braze

beryllium with alloy fillers which exhibit useful strength while

remaining within the temperature range which does not affect

the properties of beryllium sheet.

Although the plating parameters developed for this study

are known to be repeatable for producing sound brazes, the

associated costs of plating beryllium could be reduced by the

application of additional attention to the reduction of the thickness

of the nickel plate and the amount or type of copper undercoating

required. Copper was most convenient for this development due

to the great deal of experience available from previous work on

plating aluminum. It does, however, form intermetallics with

beryllium; therefore, other metals should be investigated which

will result in the production of more ductile joints.

The minimum permissible thickness of nickel was not

determined and, although a standard thickness of 0.50 mil was

used, it is possible that as little as 0.2 rail would be sufficient.

D. DIFFUSION BONDING

I. Introduction. The objective of this phase of the

program was the demonstration of the feasibility of joining

beryllium to beryllium by means of solid state diffusion bonding

at temperatures below those required for brazing the metal by

conventional means. The results of previous work discussed

in lqeference 3, have shown that certain metals diffuse rapidly

in beryllium at temperatures well below their melting points, or
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the melting points of the eutectics which rrlay form. This informa-

tion, and available thermo-mechanical data on beryllium, provided

the foundation for the work described in this report.

2. Background. The three variables of primary impor-

tance in solid state diffusion bonding are temperature, time, and

pressure. The first two control the intensity and extent of the

diffusion, respectively, as described by the classical diffusion

equations. Pressure does influence diffusion coefficients to some

extent, but of greater importance in this case, is the effect on the

completeness of the interracial contact, particularly since the com-

ponents will be joined with no liquid present. Clearly, the greater

the pressure, the more intimate the contact will be until ultimately

all of the points on opposite surfaces touch. Furthermore, inter-

facial voids, caused by surface irregularities, will result, under

low pressure, in unbonded areas which can close only by a

process similar to sintering. The lower the pressure, the greater

will be the total unbonded area, and the longer will be the time

required to effect a bond of maximum strength since, in principle,

only a minute amount of diffusion is required to produce a strong

bond.

Surface preparation and the method of applying the

diffusion metal also will influence the process. However, these

were not included as variables in this brief study.

The specific conditions for the proposed solid-state diffu-

sion bonding of beryllium were determined from the available

data, with due consideration of the deleterious effects that might

result from the process. The time-temperature relationship could

not be such as to produce noticible grain growth; the tempera-

ture-pressure relationship was to be the maximum that would not

result in noticable deformation of the beryllium during the bonding

cycle. The selection of the other parameters was based primarily

on convenience.

The results of previous work discussed in lqeference 3,

indicated that, from the standpoint of kinetics, copper was a very

efficient diffusing metal. Seven mils of copper, sandwiched be-

tween pieces of high purity beryllium, were completely dissolved

in 100 hours at 1520°F. The resulting beryllium to beryllium bond is

illustrated in Figure 133. It was anticipated that an adequate joint

could be made in a much shorter time at a lower telnperature, providing

the bond between the beryllium and the copper was not weakened by

intermediate phases.
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The results of the previously referenced study on the

diffusion of copper in beryllium indicated that a bond could be

formed at temperatures of approximately 932°F or above. For

long duration cycles, however, temperatures approaching

1500°F might cause grain growth and thus alter the properties

of the beryllium. Therefore, the terrlperaturos selected for this

study were 932°F, I022°F and 1112o1 " .

3. Experimental Procedures. A duplex pressure

cycle was used at each temperature due to the plastic-creep

characteristics of the hot-pressed QMV beryllium block, used

in lieu of sheet material for this study, in this temperature

range. The thernlal-mechanical characteristics of hot-pressed

QMV beryllium block are illustrated in Figure 134. It is

evident that excessive deformation of the beryllium would occur

during the first hour of the thermal treatment at temperatures

as low as 1000°F and pressures in the range of I0,000 psi.

A_ pressure of 8,000 psi was selected for the first phase of the

III2°F cycles, with time periods of 3 minutes for one specimen

and 6 minutes for another. The application of the initial high

pressure for a short time was to insure the n_aximum interfacial

contact without deforznation of the parent n ietal. Two additional

specimens were bonded; one at I022°! m with an initial pressure

of 12,000 psi applied for 6 minutes, and one at 930°F with an

initial pressure of 15,000 psi also applied for 6 minutes.

A constant pressure of 3200 psi was applied during the

second phase of each test cycle. It was presumed that this

procedure will cause no noticeable creep in any of the selected

tin_e-telnperature combinations. -A-pproxinlately 20 minutes were

required to heat the test specimens up to the selected diffusion

temperature. Consequently, a nominal pressure of i000 psi

was applied to all spechnens until the desired cycle temperature

was attained. The pressure then was increased to the desired

first-phase level, maintained for the specified time period, then

decreased to the second level for the colnpletion of the process.

The subsequent cooling of the specimens was by radiation in a

vacuun_, and by conduction through the loadin4_ _ bar and the

support. Approximately one hour was required for the speci-

mens to cool to rooln temperature.

4. _pecimen I-)reparation. Thre, _. n_ethods of.applying

the intern_ediate n leial (copper) were co_lwi(l_'red: place_nent
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of the foil or thin sheet between the components, coating the
laying surfaces with copper either by electro or electroless
plating, or by vapor deposition in vacuum. The first method was
selected since the use of either of the others would have in-
volved corollary experiments of indefinite duration which would
have delayed the initiation of the diffusion bonding study.

All of the mating surfaces were prepared by mechanical
grinding and polishing with no oil to contain the abraded particles
and to prevent surface oxidation, followed by an alcohol rinse
immediately prior to the assembly of the components.

Hot-pressed beryllium block material was machined into
lap-shear specimens as illustrated in Figure 135. The specimens
were 3/8-inch thick, except at the bond area where 3/16 inch
was machined from one side in order to locate the joining plane
on the tensile axis and thus produce as nearly a true shear con-
dition as possible. The overlap could be varied from 0 to 1/4-
inch; the latter dimension was used for these: tests. A small
hole was drilled into the side of the specimen near the laying
surface to provide a firm anchor for spot welding a thermocouple.

All of the diffusion bonding experiments were accomplished

in a water-cooled brass vacuum chamber designed to heat the

specimen by radiation from a nichrome heater wound inside a

stainless steel reflector surrounding the spec-i_en. A bellows in

the chamber cover permitted the application of force to the joint

from the hydraulic press in which the entire chamber was
mounted.

Temperatures were controlled to within +-- 5°F by means

of an on-off type of controller-indicator conned;ted to the heater

power supply and to the thermocouple junction spot-welded to

the specimen. The joint pressure was calculated from the force

indicated by the gage connected to the hydraulic pressure line of

the press, divided by the previously measured laying area of the
specimen.

The vacuum within the chamber was produced by means

of a mechanical pump connected to the chamber in a series with

a liquid nitrogen trap.
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The pressure was indicated by means of a thermocouple

vacuum gage connected to a sensor mounted in the chamber wall.

The best vacuum obtained during this study, subsequent to the

initial outgassing, was approximately 200 x 10 .3 Torr.

The two specimen halves, with the copper foil in place,

were clamped in a stainless steel fixture, designed to maintain

the alignment of the test segments during the loading and diffusion

operations. The entire assembly then was placed within the

chamber and held in position by light pressure from the press.

Following the completion of the bonding operations, the

specimens were tested to failure. A 10,000-pound capacity

"Instron" research tensile testing machine was used to test the

specimens at a constant strain rate of 0.01 inch per minute.

The alignment of the specimens insured essentially pure shear in

the bonding plane.

5. lqesults and Discussion. A summary of the Time-

Temperature-Pressure Cycles, and ultimate shear stresses is

presented in Table XVII. As may be noted in the table, speci-

mens A, B, and C, illustrated in Figure 135, bonded success-

fully. The specimen surfaces were oxidized during the high-

temperature portion of each cycle, but the bright appearance of

the surfaces under the loosely fitting holding fixture (the light

bands on each side of the joint) indicated that the laying surfaces

were unaffected. The extent of the surface oxidation is considered

_o be comparable to that which normally occurs during brazing

at the higher temperatures. The fourth specimen, D, was not

bonded because of excessive oxidation that occurred due to an

air leak that developed in the vacuum system.

TABLE XVII

Time-Temperature-Pressure Cycles

Diffusion Bonded Beryllium

Specimen Phase Temp. Pressure Dur_ion Ult. Shear

°F psi minutes

1 1112 8,000 3

2 1112 3,200 240

A

psi

11,200

221



TABLE XVII (Conttd)

Time-Temperature-Pressure Cycles

Diffusion Bonded Beryllium

Specimen Phase Temp.
o F

B i Iii2

2 1112

C i 1022

2 1022

D I 932

2 932

Pressure Duration Ult. Shear

psi

8,000

3 200

12 000

3 200

15 000

3 2OO

minutes psi

6

480 9 , 400

6

1,080 8,480

6

1,080 0

As may be noted in Table XVII, Specimen A, the

strongest, failed at 11,200 psi in joint shear, due to bending in

the beryllium adjacent to the bonded area. Specimen B failed

at 9,400 psi joint shear at the copper-beryllium interface. In

this case, only one half of the available area was bonded; the

bond strength was based on the actual bonded area. Marks

made by the loading member on the end of the specimen indicated

that the load was asymmetrically applied. The failure mode of

Specimen C was very similar to that of B, except at a lower

load of 8,480 psi.

Following the completion of the tensile testing, Specimen A,

which had remained intact, was sectioned and prepared for metallo-

graphic examination of the joint area. The 500X microphotograph of

this representative area is illustrated in Figure 136. The copper, in

the center, is bonded to the beryllium on either side with two intermedi-

ate layers. This thick, bright layer on the copper side is the beta-primed

phase; the thin, dark layer on the beryllium side is the delta phase.

This structure is clearly visible in the high magnification, 3000X.

microphotograph illustrated in Figure 137. The copper is visible

at the bottom of the illustration, followed in order by the thick,

bright beta-primed phase, the thin, dark delta phase, and the
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beryllium at the- top.

Critical examination of the microphotographs revealed

areas with no interracial diffusion or bonding. As illustrated

in Figure 138, the c-opper-beryllium contact was adequate in

the left side portion of the interface, but not in the right. The

absence of an intermediate phase on the right may have been

caused by a geometric separation, thin surfac-e oxides, or by

other impurities that were not removed during the surface pre-

paration of the beryllium. The presence of such impurities will

impede the diffusion of the copper.

6. l)iffusion Bonding - Conclusions and Recommenda-

tions. The results of this lin_ited investigation have demonstrated

tile feasibility of solid state' diffu._ioll bondii_g of beryllium.

The kinetics of copper diffusion in beryllium are sufficient to per-

sit the use of the znetal for this purpose at temperatures of

approximately 1,000°F; with a duplex cycle consisting of a first

phase pressure of approximately 10,000 psi applied for approxi-

mately 4.5 minutes, followed by the second phase pressure of

3200 psi for at least 4 hours.

No specific reason was determined for the low strength

or failure of the specirnens that failed in the joint. It appears

possible, however, that the ultimate failure may have been

caused by the presence of a weak intermediate phase.

Uniform joint pressure is mandatory for copper diffusion

bonding of beryllium; unbonded areas may occur if the pressure

is too low. Objectives to be considered in the further develop-

sent of the diffusion bonding process include:

1. l)etermine the minimum cycle telnperature.

2. [Determine the minimum cycle pressure.

3. Determine the minimum cycle time.

4. [)etermine whether a single cycle is

feasible .

5 . Determine the optimum combination of

parmaters to obtain the maximum bond

strength.
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The selection of the proper cornbination of temperature,

pressure, intermediate diffusion material, and cycle time will

result in the production of joints of maximum strength. However,

the maximum available bond strength is dependent upon the proper

selection of other factors. The five factors considered to be of

greatest importance are:

i. Surface preparation •

2. Method of applying the diffusion nletal.

3. Surface activators, e.g., titanium.

4. Proper selection of diffusion metal.

5. Ambient atmospheric control.

Mechanical grinding and polishing, chemical etching,

vapor blasting, and electropolishing are four possible methods

of surface preparation which may affect tile average bond quality.

The application of the diffusion metal layer nuay be by the physical

placement of a shr'et of foil, by electro or electroless deposition,

or by vapor deposition in a vacuum. Other metals suitable for

consideration include silver and alulninurr_. The effects of in-

ert gasses and higher vacuums should be investigated.

It is imperative that, during any development program

which may follow this feasibility study, a large number of speci-

mens be produced under the most optimum conditions possible.

The specimens should be representative of production assemblies.

Only through the accomplishment of an adequate statistical sampling

can the effec'ts of s_nall variations in processing be confidently

determined. This knowledge is necessary if products of con-

sistently high quality are to be produced.

SECTION IV. CONCLUSIONS AND I_]£COMMI£NDATIONS

The results of this investigation verified the feasibility

of utilizing high-strength, mechanical fasteners, adhesive bonding,

brazing, and diffusion bonding for the joining of beryllium com-

ponents, l_arge beryllium structures can be successfully fab-

ricated if the details of the joint geometry and of the assembly

processes are carefully observed.
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The results of the several investigations indicate the

following conclusions:

A. MECHANICAL FASTENERS

1. Beryllium structures can be successfully

assembled with high-strength fasteners such as Huckbolts and

Jo-bolts.

2. The holes in which conventional fasteners will

be installed must incorporate suitable clearance for the head-

shank radius, must provide a minimum radial clearance, and

must be etched to remove any surface defects.

3. An interference fit between the fastener and

the hole cannot be tolerated.

4. Eccentricity in the joint area has an extremely

deleterious effect on the joint efficiency, and should be avoided or

minimized.

5. The efficiency of joints assembled with either

beryllium or 1'Lockalloy" rivets is comparable to that exhibited

by joints assembled with other high-strength rivets.

6. Suitable forging temperatures for the installation

of beryllium and "Lockalloy" rivets appear to be 1350°F and

1000°F, respectively.

7. There appears to be no advantage in incorporat-

ing adhesive bonding in mechanically fastened joints.

]3. ADHESIVE BONDING

I. Satisfactor) beryllium to beryllium adhesive

bonding has been accomplished on a laboratory scale; the

feasibility of adhesive bonding as an assembly method for

beryllium has been demonstrated.

2. The cleaning materials and techniques used

during the preparation of the surface for bonding must be com-

patible with the bonding agent to be used.
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3. In order to avoid recontamination of the cleaned

beryllium parts, the bonding operation should be initiated as soon

as possible subsequent to the cleaning operation.

4. Additional adhesive bonding development work is

recommended. Although the feasibility of adhesive bonding as an

assembly method has been demonstrated, further investigation

and refinement of the processes are required. The optimization

of the processes, the development of exact controls, and the

establishment of routine production procedures have not yet

been accomplished.

C. BRAZING

1. Uniform zinc brazed joints of reasonable strength

suitable for low temperature applications can be produced con-

sistently.

2. All cleaning and surface preparation precautions

must be observed if good joints are to be consistently produced.

3. Consistent, reliable procedures for plating

beryllium, as the substrate for brazing, have been developed

which make possible the assembly of high-strength brazed joints.

4. Additional brazing development work is

recommended. Although joints of reasonable strength have been

produced, the development of the processes beyond the laboratory

stage and the establishment of routine production procedures have

not yet been accomplished.

D. DIFFUSION BONDING

1. The diffusion bonding of beryllium has been

accomplished on a laboratory scale; the feasibility of diffusion

bonding as an assembly method for beryllium has been demon-

strated.

2. Additional diffusion bonding development work

is recommended. Although diffusion bonded joints have been

assembled on a laboratory scale, the development of preparation

processes and procedures, the evaluation of various suitable

intermediate materials, the investigation of the effects of various
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inert gases and higher vacuums, the determination of firm para-

meters, and the establishment of routine bonding procedures have

not yet been initialed.
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